Update History Summary for

Construction Standard Specification, Section 02553
“Exterior Gas Piping Systems”
Revised 10/15/01 

1.
Changed the specification number from 02685 “Exterior Gas Piping Systems” dated September 15, 1992 to match CSI MasterFormat. 

2.
Added section on submittals. 

3.
Added requirements under “Quality Assurance” article. 

4.
More stringent requirements shall prevail. 

5.
Changed to Performance Pipe, (bought out Drisco). 

6.
Poly gas valves, extended stem when required, no maintenance, full port. 

7.
Tracer wire four to six inches above pipe.  (New DOT gas pipe requirement due to lightning strike that ignited a pipe). 

8.
Tyler 6860 valve box. 

9.
Test boxes:  Handley 4"diameter flush, Cott "Big Fink" raised. 

10.
Minimum burial 24-inches for all sizes. 

11.
Minimum bend radius per manufacturer (20 times pipe O.D. without fitting, 125 times O.D. with fittings), not 1.33 times. 

12.
Allow electrofusion for all fittings. 

13.
Allow hot taps using electrofusion, (SDR sign-off on each job, SNL maintenance present). 

14.
Allow pipe squeeze-off, (SDR sign-off on each job, SNL maintenance present). 

15.
Require static discharge protection when gas may be present, (SDR sign-off on each job, SNL maintenance present). 

16.
Use dry air for test. 

17.
Max test pressure of 60 psig. 

18.
Temperature correction for test pressure done in psia, not psig. 

19.
Increments for pressure gauge. 

20.
Removed requirement for recording pressure gauge. 

21.
Test record form, (SDR sign-off on each job). 

22. Formatted to new requirements.

            Click here for the archived files. 

