Update History Summary for

Construction Standard Specification, Section 09250
“Gypsum Drywall”

Revised 15 June 2006

· Revised technical information on transverse load test on non bearing walls that are above standard heights.

· Isolated steel framing from building structure to prevent load transfer imposed by structural movement.

· Framed all door openings with double 20 gauge studs.

· Revised other studs' framing standards.

· Revised other gypsum board installation standards.
Revised 11 November 2004

Paragraphs 3.05 and 3.08 have been revised to reflect the US Gypsum Co. SA923 Drywall/Steel Framed Systems Handbook, Pages 20,21 & 45,46, UL design test U411, U412 or U419 all two-hour fire-rated partitions (1/2" or 5/8" USG Firecode C type panels) statement that the base layers of two-layer gypsum-board firewalls need not have their joints taped to achieve the fire rating, as long as perimeter edge caulking and joint overlap requirements are observed.
Revised 10/15/01

· Added “Related Documents” article in Part 1. 

· Added list of referenced standards. 

· Replaced “Quality Assurance” article to include Fire Test Response Characteristic requirements, Sound Transmission Characteristics, and Finish Mockups. 

· Included requirement for recycled content in gypsum and steel products. 

· Included specific requirements for use of heavy gauge steel framing members.

· Added work scope elements: 

· Exterior gypsum board panels for ceilings and soffits 

· Tile backing panels

