APPENDIX A
LABEL AND WIRING DETAILS
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| —SLIDE IN LABELS
& COLOR OVERLAYS

FIGURE 1: 110 WIRING BLOCK WITH LABELSAND COLOR CODE OVERLAYS

COLOR j TERMINATION DESCRIPTION

ORANGE Interbuilding backhone texymination (campus cable, outside plant CO cahle)

GREEN Horizontal network termination (ie., cable to outlet)

FURPLE Network terminations (ie., cable to network equipment)

WHITE Inirabuilding hackhone termination, 1st level (i.e., TCC 1o IDR)

GRAY Intrabuilding hackhone termination, 2nd level (ie., IDR to IDR)

BLUE Horizontal voice termination (ie., cable o outlet)

BROWN Interbuilding backhone texymination (campus cable, other then CO cable)

YELLOW Miscellaneous termination (ie., auwxiliary, security, alarms)

RED Key Telephone System

EIA/TLA 606 Ref.

FIGURE 1A: COLOR CODESFOR 110 BLOCKSLABEL OVERLAYS
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lagied] ~ lgsaied

Group 3-100 Pair 3-100 Pair 3-100 Pair 3-100 Pair
cables Campus or Campus or Campus or Campus or
(typical), Backbone Backbone Backbone Backbone
H Cables | — Cables H Cables | — Cables
12-25 Pair 12-25 Pair 12-25 Pair 12-25 Pair
Network or Network or Network or Network or
Power Power Power Power
Cables | _| Cables 1 Cables | _| Cables
Group
cables
(typical)\ H — H —
12-25 Pair 12-25 Pair 12-25 Pair 12-25 Pair
Network or Network or Network or Network or
Power Power Power Power
| Cables | | Cables | Cables | | Cables
A
72-4 Pair 72-4 Pair 72-4 Pair 72-4 Pair
Horizontal Horizontal Horizontal Horizontal
Cables Cables Cables Cables
Group 72-4 Pair 72-4 Pair 72-4 Pair 72-4 Pair
cable! Horizontal Horizontal Horizontal Horizontal
(typical) Cables Cables Cables Cables
72-4 Pair 72-4 Pair 72-4 Pair 72-4 Pair
Horizontal Horizontal Horizontal Horizontal
Cables Cables Cables Cables
S

FIGURE 2: FLOOR STANDING FRAME

8361F

Sequencial Character

Frame

1=IDR Number
T=Building Entrance
Building Number

HELVETICA FONT
(48 POINT-ALL CAPITALS)

336 1FEA

/ CENTER NAME ON LABEL

NON-GI ARF MATTF ENGRAVING OUALITY (ABS) PLASTIC
OR SATIN SURFACE LABEL APPROX. 1/16 IN. THICK

g« FINISH (OUTDOOR LABELS SHALL BE UV-

T RESISTANT AND FADE RESISTANT)

P
{» -
_____ Y _ ________

ADHESIVE TAPE ON BACK OF LABEL

3M - SCOTCH PART NO. A-60 /444 (INDOOR)
3M - SCOTCH PART NO. A-25/9500PC (OUTDOOR)
1/4 IN. WIDE x 5-3/4 IN. LONG (TWO STRIPS TYP.)

RED FRAME LABEL COLOR RED # (xxx). WITH BLACK
ENGRAVED LETTERING AND BLACK BEVELED EDGE

2. BLACK FRAME LABEL COLOR BLACK # (xxx). WITH WHITE
ENGRAVED LETTERING AND WHITE BEVELED EDGE

-

FIGURE 3: ENGRAVED LABEL
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836 U B 1 5 0001

| [ Sequential Character

Conductor Type: 3 = Category 3 UTP,
M = Multi-mode

Conductor Type: 5 = Category 5 EUTP,
S= Single-mode
Floor: B = Basement

1=First Floor

2 = Second Floor, etc.

Color: R =Red

B = Black
U = Unshielded Twisted Pair; F = Fiber Optic Cable
Building Number

FIGURE 3A: CABLE LABEL SEQUENTIAL INFORMATION

TYP)
A
___________ 1
ADHESIVE TAPE ON BACK OF LABEL e !
3M - SCOTCH PART NO. A-60/ 444 (INDOOR)
3M - SCOTCH PART NO. A-25/9500PC I
3/4 IN. WIDE x 3-1/2 IN. LONG (TWO STRIPS TYP.
NON-GLARE MATTE OR SATIN > 3-1/2”
SURFACE FINISH
ENGRAVING QUALITY (ABS) PLASTIC -
LABEL APPROX. 1/16 IN. THICK
(OUTDOOR LABELS SHALL BE UV- r—-———=—=—=—---- =
RESISTANT AND FADE RESISTANT) H L I
BEVELED EDGE TO SHOWASBLACK ~ |L_—_~~~ === ==- ==~ \ i
OR WHITE BORDER AS DESCRIBED BELOW
- 3-3/4 >

1. SINGLE-MODE LABEL COLOR YELLOW # (xxx), WITH BLACK ENGRAVED LETTERING AND BLACK BEVELED
2. MULTI-MODE LABEL COLOR ORANGE # (xxx), WITH WHITE ENGRAVED LETTERING AND WHITE BEVELED

FIGURE 4: LIU LABEL LAYOUT
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TCCtolDRor IDR to IDR

-1B,

Building

R1-252

LIU Number Within IDR, 3.digitd,

001-999, as provided by
Communications Dept.
IDR Number Within Building, 1
1-9, provided by SNL Communi

Dept.
o

digit
cations

3/8 IN HIGH TEXT
HELVETICA FONT

(36 POINT-ALL CAPITALS)

aet
836-ID

USE LARGE OR'}

¥

R1—2A5/2/

NORMAL SIZE B1M0001/1234
FONT FB1M0002/1234 3-1/2"

— FB1M0003/1234

BEVELED FB1M0004/1234

3/8"5

FB1M0005/1234
B1M0006/1234,

314" .3y

4

NUMBER

RRADY | ARFI

#PSI -1833-969-RK
INSTAII FD ON PI ASTIC
NAMFPI ATFS WITH
CABLE

NUMBER AND ROOM

FIGURE 5: LIU SEQUENTIAL INFORMATION
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Wall

AT&T ST
Couplers

FIGURE 7: LIU CONNECTOR
SEQUENCE (24 FIBER OR MORE)

View of

aLlU

Cable 4

Cable 5

Cable 6

IDR to Outlet

@®o®
@
@

Wall

o © ©(*oO
© 0 O o|® ®©

@ © Ol ©
© © o|® © ©

AT&T ST
Couplers

Cable 1

Cable 2

Cable 3

FIGURE 6: LIU CONNECTOR
SEQUENCE (24 FIBER OR LESS)
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Seauencial
Character

IDR Number SEQUENTIAL INFORMATION
B=Black

R=Red

Building

CENTER NAME ON LABEL
HELVETICA F
(48 POINT- ALL CAPITALS)

|836R1A|

NON-GLARE MATTE / ENGRAVING QUALITY (ABS) PLASTIC
OR SATIN SURFACE / LABEL APPROX. 1/16
. FINIS (OUTDOOR LABELS SHALL BE UV-

RESISTANT AND FADE RESISTANT)

ADHESIVE TAPE ON BACK OF LABEL

3M - SCOTCH PART NO. A-60/444 (INDOOR)

3M - SCOTCH PART NO. A-25/9500PC (OUTDOOR)
1/4 IN. WIDE x 5-3/4 IN. LONG (TWO STRIPS TYP.)

1. RED LABEL COLOR RED # (xxx), WITH
ENGRAVED LETTERING AND BLACK BEVELED EDGE.

2. BLACK LABEL COLOR BLACK # (xxx), WITH
ENGRAVED LETTERING AND WHITE BEVELED EDGE.

FIGURE 8. COMMUNICATION CABINET/FRAME LABEL
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Horizontal Cables - RACK MOUNTED
FIGURE 9: LIGHTGUIDE TERMINATION SHELF
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OUTLET STICKER

TOD (SANDIA-
FURNISHED).
o] | BLACK FORBLACK
/ AT&T @ RED OUTLETS.

PDS SITE MANAGER 8452243

WARNING:THIS OUTLET AND WALL CONTAINS COMMUNICATIONS PDS
P

PDS SITE MANAGER. REPORT SUSPECTED TAMPERING TO THE

ANDI

\I\ |

=

| WARNING STICKER
(SANDIA-
FURNISHED).
MOUNT IN CENTER
OF OUTLET ONLY
FOR RED OUTLETS
WITH TAMPER-
RESISTANT
PRISMATIC SEALS
(TIPS)

MOUNT OUTLET STICKER 1/8 TO 1/4 INCH
FROM RAISED EDGE OF OUTLET COVER.
OUTLET COVER SURFACE MUST BE CLEAN
AND DRY BEFORE ATTACHING LABEL.

FIGURE 10: TELECOMMUNICATION OUTLET

CENTER NAME ON LABEL
HELVETICA FONT
(1/4-INCH-ALL CAPITALS)

NON-GLARE MATTE

OR SATIN SURFACE

ENGRAVING QUALITY (ABS) PLASTIC

LABEL APPROX. 1/16 IN. THICK

1/8 FINISH (OUTDOOR LABELS SHALL BE UV-
TVP) RESISTANT AND FADE RESISTANT)
'-b -

ADHESIVE TAPE ON BACK OF LABEL

3M - SCOTCH PART NO. A-60/444 (INDOOR)
3M - SCOTCH PART NO. A-25/9500PC (OUTDOOR)
1/4 IN. WIDE x 3-3/4 IN. LONG (TWO STRIPS TYP.)

1. RED LABEL COLOR RED # (xxx), WITH WHITE
ENGRAVED LETTERING AND WHITE BEVELED EDGE.

2. BLACK LABEL COLOR WHITE # (xxx), WITH BLACK
ENGRAVED LETTERING AND BLACK BEVELED EDGE.

FIGURE 11: PULLBOX LABEL
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