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PART 1 - GENERAL


1.01	DURING CONSTRUCTION


A.	Execute cleaning to ensure that building, grounds and public properties are maintained free from accumulations of waste materials and rubbish.


B.	Wet down dry materials and rubbish to lay dust and prevent blowing dust.


C.	At reasonable intervals (not to exceed twice monthly) during progress of work, clean site and dispose of waste materials, debris and rubbish.


D.	Provide on-site containers for collection of waste materials, debris and rubbish.


E.	Remove waste materials, debris and rubbish from site and dispose of it off site at reasonable intervals, not to exceed weekly.


F.	Vacuum-clean interior building areas when ready to receive painting and other finishes, and continue vacuum cleaning on an as-needed basis until building is ready for Substantial Completion or Occupancy.


G.	Handle materials in a controlled manner with as few handlings as possible; do not drop or throw materials from heights.


H.	Schedule cleaning operations so that dust and other contaminants resulting from cleaning process will not fall on wet, newly painted surfaces.


I.	Hazards Control:


1.	Store volatile wastes in covered metal containers, and remove from premises daily.  Store waste in accordance with the manufacturer's instructions and in compliance with all Federal, State and local regulations.


2.	Prevent accumulation of wastes which create hazardous conditions.  


3.	Provide adequate ventilation during use of volatile substances.


1.02	FINAL CLEANING


A.	Employ experienced workmen, or professional cleaners, for final cleaning.


B.	In preparation for Substantial Completion or Occupancy, conduct final inspection of sight-exposed interior and exterior finished surfaces; polish surfaces so designated to shine finish.


C.	Repair, patch, and touch up marred surfaces to specified finish to match adjacent surfaces.


D.	Broom-clean any paved surfaces; rake clean other surfaces of grounds.


E.	Replace air conditioning and heating filters if units were operated during construction.


F.	Clean all ducts, blowers and coils if furnace units were operated without filters during construction.


PART 2 - PRODUC
