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PART 1 - GENERAL


1.01	SCOPE OF WORK


Fire seal shall be installed at all penetrations in walls, floors, and ceilings which are fire rated.


1.02	SUBMITTALS


A.	Product Data:  Submit manufacturers literature including catalog data, fire rating, and installation instructions.


B.	Provide certification that product is asbestos-free.


1.03	PRODUCT DELIVERY, STORAGE AND HANDLING


A.	Deliver in manufacturer's unopened containers.


B.	Store indoors in boxes per manufacturers instructions.


C.	Store at a minimum of 65o F (18 o C) for 48 hours before installation.


PART 2 - PRODUCTS


2.01	MATERIAL AND PERFORMANCE


A.	Material shall be UL classified and have ICBO approved rating which match the rating of the assembly in which it is being installed.


B.	Acceptable manufacturers include:


	Heavy Duty Nelson fire barrier caulk non-sag #AA529 and/or putty #AA445 (Do not use caulk around plastic pipes).


PART 3 - INSTALLATION


3.01	PREPARATION


A.	Clean surface free of oil, grease, and dirt prior to installation of fire seal.


B.	Maintain minimum temperature of 65o F (18 o C) within space prior to, and during installation.


3.02	APPLICATION


A.	Furnish and install fire seal at all cracks, voids, holes, conduit, pipes, and other penetrations through walls, floors, and ceilings.


B.	Install per manufacturers installation instructions and referenced codes and standards, filling all voids with a minimum of 1-1/2 inch (38.1 mm) thick caulk and/or putty.


C.	Install fire seal at all voids above fire rated walls where the walls abut the roof deck at the metal flutes.


D.	Fire seal around plastic pipes per manufacturers installation instructions.


E.	Fill all masonry openings with grout.
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