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PART 1 - GENERAL 








1.01	SUMMARY





A. 	Section Includes cantilever swing gates, including posts, hinges, slide, bolt and cane bolt. 





B. 	Product Furnished But Not Installed Under Its Section





C. 	Related Sections





1. 	Section 04200 - Concrete Unit Masonry - embedded items to be built into masonry wall.








1.02	SUBMITTALS





A.	General:  Submit in accordance with Section 01300.





B. 	Product data in the form of manufacturer's technical data, specifications, and installation instructions for fence and gate posts, fabric, gates, gate operators, and accessories.





C. 	Shop drawings showing location of fence, gates, each post, and details of post installation, extension arms, gate swing, hardware, and accessories.





D. 	Wiring diagrams from manufacturer for electrically operated gates.





1.03	PROJECT CONDITIONS





A. 	Field Measurements:  Verify layout information for fences and gates shown on the Drawings in relation to the property survey and existing structures.  Verify dimensions by field measurements.
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PART 2 - PRODUCTS








2.01	 ACCEPTABLE MANUFACTURERS





A. 	Ametco Manufacturing Corp.








2.02	MANUFACTURED UNITS/ SYSTEM





A. 	Provide the following:





1.	Style:  Talia, Orsogril Design, design manufactured by Ametco Manufacturing Corp. 





2.  	Height:  As shown on Drawings.





3. 	 Material: Galvanized steel, ASTM A36





4.  	Color: Custom color selected by the SDR.





5.  	Grills: Horizontal





6.  	Finish: powder polyester coated





B. 	Fabricate in accordance with ANSI/AWS D1.1








2.03	ACCESSORIES 





A. 	Materials: Galvanized steel, 





B. 	Posts Size and Anchorage Length:  As recommended by gate manufacturer





C. 	Provide necessary hinges, slide bolts, cane bolts, as needed for complete installations.
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PART 3 - EXECUTION








3.01	POST INSTALLATION





A. 	Do not begin installation and erection before final grading is completed, unless otherwise permitted.





B. 	Excavation:  Drill or hand-excavate (using post-hole digger) holes for posts to diameters and spacings indicated, in firm, undisturbed or compacted soil.





1.  	Excavate hole depths approximately 6 inches lower than post bottom, with bottom of posts set not less than 36 inches below finish grade surface.





C. 	Erect gate with temporary 2 x 4 supports.  When gate is plumb and level, cast concrete into holes.





D. 	Set Posts in accordance with approved shop drawings.  Protect portion of posts above ground from concrete splatter.  Place concrete around posts and vibrate or tamp for consolidation.  Check each post for vertical and top alignment, and hold in position during placement and finishing operations.





1.  	Extend concrete footings 2 inches above grade and trowel to a crown to shed water.





E. 	Fasteners:  As recommended by Gate Manufacturer.





F. 	Bolt gates with slotted holes to the post. Adjust shim to level gate.








3.02	GATE INSTALLATION





A. 	Install gates plumb, level, and secure for full opening without interference.  Install ground-set items in concrete for anchorage.  Adjust hardware for smooth operation and lubricate where necessary.  Install gates according to manufacturer's instructions, plumb, level, and secure.
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3.03	ADJUSTING





A. 	Gates and Gate Operators:  After repeated operation of completed installation equivalent to 3 days' use by normal traffic, readjust gates and gate operators and controls for optimum operating condition and safety.  Lubricate operating equipment and clean exposed surfaces.











END OF SECTION
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