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PART 1 - GENERAL








1.01	 SUMMARY





A.  	Section includes alternating tread steel stairs.








1.02 	PERFORMANCE REQUIREMENTS





A.		Stair treads:  Capable of withstanding a concentrated 1000 pound load without deformation.





B. 	Handrail:  Capable of withstanding load of 200 pounds applied in any direction at any point on the rail.








1.03  	REFERENCES





A.  	ASTM A569 Standard Specification for Steel, Carbon Hot Rolled Sheet and Strip Commercial Quality, March 29, 1985.





B. 	ASTM A513.








1.04  	SUBMITTALS





A.  	Submit under provisions of Section 01300.





B.  	Shop Drawings:  Provide installation details adapted to project conditions.  Show method of attachment, bolting pattern.
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PART 2 - PRODUCTS








2.01 	ACCEPTABLE MANUFACTURERS





A.  	Lapeyre Stair, Inc.








2.02  	MANUFACTURED UNITS/SYSTEM





A.  	Alternating Tread Steel Stair as manufactured by Lapeyre Stair, Inc. Substitutions: Only Under provisions of Section 01600.





1.		Material:  Carbon Steel, ASTM A569





2. 		Stair Angle:  56 degrees





3.  	Finish:  Paint Color:  Safety Yellow





4.  	Vertical Drop:  Refer to drawings





5.  	Treads:  13 gage





6.  	Landing and Foot Stamping:  11 gage





7.  	Stringers:  2" x 1-3/4", 11 gage





B. 	Miscellaneous Materials:





1.		Foot Divider:  Solid neoprene





2.  	Rubber Spine:  Hollow neoprene





C.  	Fabricate in accordance with approved Shop Drawings.  Shop assemble to the greatest extent possible.





D.  	Weld with gas metal arc, with treads spot welded to stringers.








2.03  	ACCESSORIES





A.  	Handrails:  1-1/2" OD.  0.083 meeting requirements of ASTM A513, bolted to stair.








PART 3 -EXECUTION








3.01	EXAMINATION





A.  	Do not start installation of stair until area is ready, and can be protected from adverse weather.





B.  	Verify dimensions.








3.02  	PREPARATION





A.  	Preparation:  If bumper has not been factory installed, then install in accordance with manufacturer's instructions.








3.03 	ERECTION, APPLICATION, AND INSTALLATION





A.  	Prepare mounting holes.





B.  	Position stair with top treads at same elevation as upper floor.





C.  	Secure stair with not less than two bolts on top and not less than two bolts at bottom.





D.  	Touch up with matching paint, chipped or abraded damage to finish.








3.04  	ADJUSTING, CLEANING





A.  	Try stair to ensure smooth operation.





B.  	Clean area, leave free of debris.








3.05  	PROTECTION





A.  	Protect from damage for remainder of construction period.








END OF SECTION
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