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SPECIAL SPECIFICATION



 SECTION 05565



CABLE HANDRAIL





PART 1 - GENERAL 





1.01	SUMMARY



A. 	Section includes PVC coated cable that forms a barrier when combined with pipe rails.



B. 	Related Sections - Section 05500 Metal Fabrications. Pipe Handrails





1.02	  SUBMITTALS



A. 	Submit under provisions of Section 01300.



B.	Shop drawings detailing fabrication and erection of each metal fabrication indicated.  Include plans, elevations, sections, and details of metal fabrications and their connections.  Show anchorage and accessory items.  Provide templates for anchors and bolts. 



C.		Submit samples of PVC coated cable. 
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PART 2 - PRODUCTS





2.01	 ACCEPTABLE MANUFACTURERS



A.		Hayn Industries Inc.





2.02	 MATERIALS



A.  	Provide the following: 



1.  Cable Type:  7 x 7 



2.  Material:  Type 316 stainless steel.



3.  Size: 3/16" 



4.  Vinyl Coating:  Clear



B.		Provide Type 316 stainless steel threaded accessories as needed for complete installation, Including the following: 



1.  Turnbuckle:  Style TT (closed barrel)



2.  Terminations:  Machine swage type terminals at dead ends



3.  Toggle Jaws: Machine swage, threaded type for attachment to posts and dead ends.



4.  Threaded Stud.



5.  Deck Toggle.
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PART 3 -EXECUTION





3.01	 INSTALLATION



A.  Interface with Other Products- Coordinate the work with pipe handrails. 



B.  Install cable in accordance with manufacturers recommendations. 



C.  Install cable only after pipe handrails are painted.



END OF SECTION
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