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PART 1 - GENERAL 








1.01	SUMMARY





A. 	Section Includes prefabricated and prefinished covers for columns and beam wraps. 





B. 	Related Sections





1.	Section 08410 - Aluminum Entrances and Storefronts - color selections.





2.  	Section 16510 - Light Fixtures








1.02	SUBMITTALS





A. 	Submit under provisions of Section 01300. 





B. 	Submit Shop Drawings to include special anchorage, method of attachment, supports, closures and sealants.  





C. 	Submit Product Data indicating compliance with desired finish.  Also include information on cleaning methods, care of finished surfaces and other pertinent maintenance data. 





D. 	Submit Samples for color verification.  Coordinate with color selection for windows. 








1.03	QUALITY ASSURANCE





A. 	Qualifications:  Firm experienced in manufacturing and installation of metal column covers for five years, and evidence of five similar projects.





B.	Mock-ups:  Upon installing one column cover, obtain approvals of Owner's representative before continuing work.
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1.04	DEFINITIONS





A. 	Kynar Finish:  Fluropolymer coating is a high performance organic coating applied to aluminum panels.  An acid resistant primer is applied to cleaned aluminum  to a thickness of .20 to .30 mils.  A polyvinylidene fluoride (PVF2) resinate color coat is applied to all exposed surfaces, ends and edges, to a total dry film thickness of .8 to 1.2 mils.  








1.05	REFERENCES





A. 	American Architectural Manufacturers Association.





B. 	Aluminum Association for designation system for aluminum finishes.





C. 	National Association of Architectural Metal Manufacturers





D. 	American Society of Testing and Material, B209-88 specification for Aluminum Alloy Sheet and Plate. 
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PART 2 - PRODUCTS








2.01	ACCEPTABLE MANUFACTURERS





A. 	Metalwerks 





B. 	Custom Enclosures








2.02	MANUFACTURED UNITS





A. 	Interior Column Covers





1.	Material:  .125 5005 H-14 alloy aluminum sheet





2.  	Thickness:  14 gage





3.  	Finish:  Anodized, A41





4.  	Color:  Clear





B. 	Exterior Column Covers





1.  	Material:  .125 5005 H-14 alloy aluminum sheet 





2.  	Thickness:  14 gage





3.  	Finish: Kynar 500, 





4.  	Color:  Custom color to match the color selected for windows.





C. 	Beam Wraps





1.  	Material:  .125 5005 H-14 alloy aluminum sheet 





2.  	Thickness: 14 gage





3.  	Finish: Kynar 500, 





4.  	Color:  To be selected from manufactured standard selection.





D. 	Provide cutout and ventilation openings for recess ed light fixtures.
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2.03	MATERIAL





A. 	Aluminum Sheet:  .125 5005 H-14 alloy aluminum.








2.04	ACCESSORIES





A. Provide all necessary parts for complete installations, including anchorages, miscellaneous, supports, reveals and closures. 








2.05	FABRICATIONS/SHOP ASSEMBLY





A. 	Shop assemble column covers in large units as possible.  Attach horizontal reveals prior to shipping. 





B. 	Attach ceiling closure rings to top of column cover panel to allow for thermal movement.
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PART 3 -EXECUTION








3.01	EXAMINATION





A. 	Examine areas to receive column covers.  Do not begin installation  until covers can be protected form construction traffic.








3.02	ERECTION, APPLICATION, AND INSTALLATION





A. 	Install in strict accordance with approved Shop Drawings. 





B. 	Install using concealed fasteners. 








3.03	CLEANING





A. 	Clean as recommended by manufacturer.








3.04	PROTECTION





A.  	Protect from damage for remainder of construction period. 











END OF SECTION
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