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PART 1 - GENERAL





1.01  	SUMMARY



A.  	This Section includes the following:



1.	Laminate clad cabinets (plastic-covered casework).



2.	Cabinet tops (countertops).



3.  	Laminate clad laboratory tops and splashes.



4.  	Laminate clad stair wall rail caps.



5.  	Adjustable wood shelves.



B.  	Related Sections:  The following sections contain requirements that relate to this section:



1.	Section  06100 - Rough Carpentry for furring, blocking, and other carpentry work that is not exposed to view.





1.02	SUBMITTALS



A.	Submit in accordance with provisions of Section 01300.



B.  	Product data for each type of product and process specified in this section and incorporated into items of architectural woodwork during fabrication, finishing, and installation.



C. 	Shop drawings showing location of each item, dimensioned plans and elevations, large-scale details, attachment devices, and other components.



D.  	Samples for initial selection purposes of the following in form of manufacturer's color charts consisting of actual units or sections of units showing full range of colors, textures, and patterns available for each type of material indicated.



1.	Plastic laminate.



2.  	Corner pieces as follows:



a.		Cabinet front frame joints between stiles and rail as well as exposed end pieces, 18 inches high by 18 inches wide by 6 inches deep.



3.  	Exposed cabinet hardware, one unit of each type and finish.



E.	Qualification data for firms and persons specified in "Quality Assurance" article to demonstrate their capabilities and experience. Include list of completed projects with project names, addresses, names of Architects and Owners, and other information specified.





1.03	QUALITY ASSURANCE



A.  Manufacturer Qualifications:  Firm experienced in successfully producing architectural woodwork similar to that indicated for this Project, with sufficient production capacity to produce required units without causing delay in the Work.



B.	Installer Qualifications:  Arrange for installation of architectural woodwork by a firm that can demonstrate successful experience in installing architectural woodwork items similar in type and quality to those required for this project.



C.  	AWI Quality Standard:  Comply with applicable requirements of "Architectural Woodwork Quality Standards" published by the Architectural Woodwork Institute (AWI) except as otherwise indicated.



D. 	Hardware Coordination:  Distribute copies of approved scheduled for cabinet hardware specified in Division 8 Section "Finish Hardware" to manufacturer of architectural woodwork; coordinate cabinet shop drawings and fabrication with hardware requirements.





1.04	DELIVERY, STORAGE, AND HANDLING



A.  	Protect woodwork during transit, delivery, storage, and handling to prevent damage, soilage, and deterioration.



B.  	Do not deliver woodwork until painting, wet work, grinding, and similar operations that could damage, soil, or deteriorate woodwork have been completed in installation areas.  If woodwork must be stored in other than installation areas, store only in areas whose environmental conditions meet requirements specified in "Project Conditions."





1.05	PROJECT CONDITIONS



A.  Environmental Conditions:  Do not install woodwork until recommended environmental conditions have been attained and stabilized so that woodwork is within plus or minus 1.0 percent of optimum moisture content from date of installation through remainder of construction period.



B.  Field Measurements:  Where woodwork is indicated to be fitted to other construction, check actual dimensions of other construction by accurate field measurements before manufacturing woodwork; show recorded measurements on final shop drawings. 
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PART 2 - PRODUCTS





2.01	ACCEPTABLE MANUFACTURERS



A.	High Pressure Decorative Laminate Manufacturers:  Manufacturers offering high pressure decorative laminates which may be incorporated in the work include but are not limited to the following:



1.	Formica Corp.



2.  	Laminart.



3.  Micarta Div., Westinghouse Electric Corp.



4.  	Nevamar Corp.



5.  	Ralph Wilson Plastics Co.



B.  	Cabinet Hardware:



1.	Pulls:



a.	EPCO



b.  Hafele



2.  	Hinges:



a.  Julius Blum, Inc.



b.  Grass America, Inc.



c.  Stanley Hardware



3.  	Drawer Slides:



a.  Knape & Vogt



b.  Julius Blum, Inc.



4.  Adjustable shelf brackets and standards:



a.  Knape & Vogt



2.02	MATERIALS



A. 	General:  Provide materials that comply with requirements of the AWI woodworking standard for each type of woodwork and quality grade indicated and, where the following products are part of woodwork, with requirements of the referenced product standards, that apply to product characteristics indicated:



1.	High Pressure Laminate:  NEMA LD 3.



2.  	Particleboard:  ANSI A208.1





2.03	FABRICATION, GENERAL



A.  	Wood Moisture Content:  Comply with requirements of referenced quality standard for moisture content of lumber in relation to relative humidity conditions existing during time of fabrication and in installation areas.



B.  	Complete fabrication, including assembly, finishing, and hardware application, before shipment to project site to maximum extent possible.  Disassemble components only as necessary for shipment and installation.  Where necessary for fitting at site, provide ample allowance for scribing, trimming, and fitting.



C.  	Factory-cut openings, to maximum extent possible, to receive hardware, appliances, plumbing fixtures, electrical work, and similar items.  Locate openings accurately and use templates or roughing-in diagrams to produce accurately sized and shaped openings.  Smooth edges of cutouts and, where located in countertops and similar exposures, seal edges of cutouts with a water-resistant coating.





2.04	LAMINATE CLAD CABINETS 



A.	Quality Standard:  Comply with AWI Section 400 and its Division 400B "Laminate Clad Cabinets."



B. 	Grade:  Custom.



C.  	AWI Type of Cabinet Construction:  Flush overlay.
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D.  	Laminate Cladding:  High pressure decorative laminate complying with the following requirements:



1.		Colors, Patterns, and Finishes:  Nevamar MR-6-8T Birch Matrix.



2.		Laminate Grade for Exposed Surfaces:  Provide laminate cladding complying with the following requirements for type of surface and grade.



a.  Horizontal Surfaces Other Than Tops:  GP-28 (0.028-inch nominal thickness).



b. 		Vertical Surfaces:  GP-28 (0.028-inch nominal thickness).



c.  	Edges:  GP-28 (0.028-inch nominal thickness).



3. 	Shelves:  Fixed.





2.05 	CABINET HARDWARE AND ACCESSORY MATERIALS



A.	Cabinet Hardware Schedule:  Refer to schedule at end of this section for cabinet hardware required for architectural cabinets.



1.	Satin Stainless Steel, Stainless Steel Base.



B.  	For concealed hardware provide manufacturer's standard finish that complies with product class requirements of ANSI A156.9.





2.06	COUNTERTOPS



A.  	Quality Standard:  Comply with AWI Section 400 and its Division 400C.



B.  	Type of Top:  High pressure decorative laminate complying with the following:



1.	Grade:  Custom.



2.  	Laminate Cladding for Horizontal Surface:  High pressure decorative laminate as follows:



a. 		Colors, Patterns, and Finishes:  Nevamar MR-6-8T, Birch Matrix.



b.  	Grain Direction:  Parallel to longest dimension.



3.  	Edge Treatment:  Same as laminate cladding on horizontal surfaces.





2.07 	ADJUSTABLE WOOD SHELVES



A.  	Provide 80/180 steel standards and brackets manufactured by Knape & Vogt.



1.	Width: 18".



2.  	Color:  Satin brass.



B.  	Shelves:  3/4" A/C plywood, painted in accordance with Section 09900.



1.  	Shelf Width: 18".



2.  	Length:  Varies.



3.  Location:  Janitor and storage closets.



4.  	Spacing:  24" above floor and 18" o.c. to a height of 6"-6".





2.08 	LAMINATE CLAD STAIR WALL CAP 



A.  	Refer to Drawings for configuration. 





2.09	FASTENERS AND ANCHORS



A.  	Screws:  Select material, type, size, and finish required for each use.  Comply with FS FF-S-111 for applicable requirements.



1.	For metal framing supports, provide screws as recommended by metal framing manufacturer.



B. 	Anchors:  Select material, type, size, and finish required by each substrate for secure anchorage.  Provide nonferrous metal or hot-dip galvanized anchors and inserts on inside face of exterior walls and elsewhere as required for corrosion resistance.  Provide toothed steel or lead expansion bolt devices for drilled-in-place anchors. Furnish inserts and anchors, as required, to be set into concrete or masonry work for subsequent woodwork anchorage.
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PART 3 - EXECUTION





3.01 	PREPARATION



A.  Before installing architectural woodwork, examine shop-fabricated work for completion and complete work as required, including back priming.





3.02	INSTALLATION



A.  	Quality Standard:  Install woodwork to comply with AWI Section 1700 for same grade specified in Part 2 of this section for type of woodwork involved.



B.	Install woodwork plumb, level, true, and straight with no distortions.  Shim as required with concealed shims.  Install to a tolerance of 1/8 inch in 8'-0" for plumb and level (including tops) and with no variations in flushness of adjoining surfaces.



C.  	Scribe and cut woodwork to fit adjoining work and refinish cut surfaces or repair damaged finish at cuts.



D.	Cabinets:  Install without distortion so that doors and drawers fit openings properly and are accurately aligned.  Adjust hardware to center doors and drawers in openings and to provide unencumbered operation.  Complete the installation of hardware and accessory items as indicated.  



E.  	Tops:  Anchor securely to base units and other support systems as indicated.



F.  	Install shelf standards in accordance with manufacturer's printed instructuctions.  Adjust spacing of standards to accommodate various shelf length.  Maximum standard spacing is 30".





3.03	ADJUSTMENT AND CLEANING



A.	Repair damaged and defective woodwork where possible to eliminate defects functionally and visually; where not possible to repair, replace woodwork.  Adjust joinery for uniform appearance.



B.  	Clean, lubricate, and adjust hardware.



C.  	Clean woodwork on exposed and semiexposed surfaces.  Touch up factory-applied finishes to restore damaged or soiled areas.
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3.04 	PROTECTION



A.  	Provide final protection and maintain conditions, in a manner acceptable to manufacturer and Installer, that ensures that woodwork is acceptable at time of completion.





CABINET HARDWARE SCHEDULE



Item                Model



Pulls                EPCO #MC-400

Barrier Free Design

for Doors and Drawers



Drawer            Knape & Vogt

Slides              No. 1300 Pan Head

Drawer Slide   2 Per Drawer



Hinges              Julius Blum, Inc.

CLIP 110 #75M3550

110 degree opening





END OF SECTION
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