SPECIAL SPECIFICATION








SECTION 07720





ROOF ACCESSORIES











Page





PART 1 - GENERAL





1.01  Summary.	2


1.02  Submittals.	2








PART 2 - PRODUCTS





2.01  Manufacturers.	3


2.04  Roof Hatches.	3








PART 3 - EXECUTION





3.01  Installation.	5


3.02  Cleaning and Protection.	5


�



SPECIAL SPECIFICATION





SECTION 07720





ROOF ACCESSORIES








PART 1 - GENERAL








1.01 	SUMMARY





A.  	This Section includes roof hatches at service stairs.





B.  	Related Sections:  The following Sections contain requirements that relate to this Section:





1.  Section 06100 - Rough Carpentry -  for roof deck and nailers.





2.  Section 07600 - Flashing and Sheet Metal for metal flashing.








1.02 	SUBMITTALS





A.  	Submit according to provisions of Section 01300.





B.  	Submit manufacturer's detailed technical product data, installation instructions and recommendations, including details of construction relative to materials, dimensions of individual components, profiles, and finishes.
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PART 2 - PRODUCTS








2.01 	MANUFACTURERS





A.  	Manufacturers:  Subject to compliance with requirements, provide products by one of the following:





1.  Roof Hatches:





a.  Babcock-Davis Hatchways, Inc.





b.  Bilco Co.





c.  Hillsdale Industries.





d.  Milcor, Inc.





e.  O'Keeffe's, Inc.





f.  ThyCurb Div./ThyBar Corp.





g.  Wasco Products, Inc.








2.02 	ROOF HATCHES





A.  	Provide the following: Type L as manufactured by The Bilco Company.





B.  	Provide completely assembled unit, including gasketing, corrosion-resistant or hot-dip galvanized hardware including pintle hinges, hold-open devices, interior padlock hasps, and both interior and exterior latch handles.





1.  Size: 2'-6" x 8"-0"





2.  Frame Material:  14 gage galvanized sheet steel





3.  Cover: Capable of withstanding  40-lbf per sq. ft. external loading and 20-lbf per sq. ft. internal loading pressure.





a.  Material:  22 gage galvanized steel.





4.  Frame:  16 inch high integral curb. 





5.  Provide double-wall construction including lid.  





6.  Insulation: Frame, 1-1/2" , Lid 1".





7.  Provide cap flashing (roofing counterflashing)





8.  Welded or sealed mechanical corner joints. 





9.  Lock from interior.
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PART 3 - EXECUTION








3.01 	INSTALLATION





A.  General:  Comply with manufacturer's instructions and recommendations.  Coordinate with installation of roof deck and other substrates to receive accessory units, vapor barriers, roof insulation, roofing and flashing, as required, to ensure that each element of the Work performs properly and that combined elements are waterproof and weathertight.  Anchor units securely to supporting structural substrates, adequate to withstand lateral and thermal stresses, as well as inward and outward loading pressures.





B.  	Isolation:  Where metal surfaces of units are to be installed in contact with incompatible metal or corrosive substrates, including wood, apply bituminous coating on concealed metal surfaces, or provide other permanent separation.





C.  	Clean and lubricate joints and hardware.  Adjust for proper operation.








3.02 	CLEANING AND PROTECTION





A.  	Clean exposed metal and plastic surfaces according to manufacturer's instructions.  Touch up damaged metal coatings.











END OF SECTION
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