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PART 1 - GENERAL








1.01 	SUMMARY





A. 	This Section includes wall access doors including Clean Rooms; both fire rated and non-fire rated access doors.





B. 	Related Sections:  The following Sections contain requirements that relate to this Section:





1.  Section 09250, Gypsum Drywall for gypsum board walls. 








1.02 	SUBMITTALS





A. 	Submit according to the provisions of Section 01300. 





B. 	Product data for each type of access door assembly specified, including details of construction relative to materials, individual components, profiles, finishes, and fire-protection ratings where required.





C. 	Shop drawings showing fabrication and installation of customized access doors and frames, including details of each frame type, elevations of door design types, anchorage, and accessory items.








1.03 	QUALITY ASSURANCE





A. 	Fire-Rated Door Assemblies:  Units that comply with NFPA 80, are identical to door and frame assemblies tested for fire-test-response characteristics per test method as indicated below, and are labeled and listed by UL.





1.  Test Method for Vertical Installations:  ASTM E 152.
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PART 2 - PRODUCTS








2.01 	MANUFACTURERS





A. 	Manufacturers:  Subject to compliance with requirements, provide products by one of the following:





1.  Acudor Products Inc.





2.  Bar-Co, Inc. Div., Alfab, Inc.





3.  Cesco Products.





4.  J.L. Industries.





5.  Karp Associates, Inc.





6.  Larsen's Manufacturing Co.





7.  Milcor, Inc.





8.  The Williams Bros. Corporation of America.








2.02 	ACCESS DOORS





A. 	Fire Rated Access Panel:  Provide Model FDSS, as manufactured by J.L. Industries.





1.  Flush mounted.





2.  Size as indicated on drawings.





3.  Fire Protection Rating:  1-1/2 hours, B label.





4.  Material:  Stainless steel.





5.  Finish:  Manufacturer's standard.





B. 	Non Fire Rated Access Panel:  Provide Model TMS, as manufactured by J.L. Industries.





1.  Flush mounted.





2.  Size as indicated on drawings.





3.  Material:  Stainless steel.





4.  Finish:  Manufacturers standard.





C. 	Provide manufacturer standard trim and accessories required to make complete installation.  Prepare for installation in gypsum partitions and Clean Room wall panel.





D. 	Locking Devices:  Furnish number required to hold door in flush, smooth plane when closed.





1.  For cylinder lock, furnish 2 keys per lock and key all locks alike.
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PART 3 - EXECUTION








3.01 	PREPARATION





A. 	Advise others about specific requirements relating to access door installation, including sizes of openings to receive access door and frame, as well as locations of supports, inserts, and anchoring devices.  Furnish inserts and anchoring devices for access doors that must be built into other construction.  








3.02 	INSTALLATION





A. 	Comply with manufacturer's instructions for installing access doors.





B. 	Set frames accurately in position and attach securely to supports with plane of face panels aligned with adjacent finished surfaces.





C. 	Install concealed-frame access doors flush with adjacent finish surfaces.





D. 	At penetrations through Clean Room panels, seal the opening to make it air tight.








3.03 	ADJUST AND CLEAN





A. 	Adjust hardware and panels after installation for proper operation.





B. 	Remove and replace panels or frames that are warped, bowed, or otherwise damaged.








END OF SECTION 
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