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PART 1 - GENERAL








1.01  SUMMARY





A. 	Section Includes interior door signs and directional signs.








1.02  REGULATORY REQUIREMENTS





A. 	Comply with requirements of American with Disabilities Act, for locations, sight lines, design signage, and locate with regard to the following: 





1. 	Raised character height 5/8" minimum to 2" height maximum.





2. 	Mounting height: 60" to center of sign.





3. 	Characters and background of sign  matte or non-glare finish.





4. 	Install permanent identification for rooms and spaces on latch side of door.








1.03  SUBMITTALS





A. 	Submit in accordance with Section 01300.





B. 	Shop Drawings Indicate materials, sizes, thickness, location and anchoring details.  Provide 1/4" scale drawings.  Provide full size layout for each symbol.





C. 	Submit four full size samples of typical sign, to illustrate numbers and letters. 
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PART 2 - PRODUCTS








2.01  ACCEPTABLE MANUFACTURERS 





1. 	Mills Manufacturing Company. 








2.02  SIGNAGE





A. 	Signage:  Provide CE 100 Series, as manufactured by Mills, as follows:





1. 	Color: Black letters on white background.





2. 	Frame Size: 6" x 6"





3. 	Frame Color: Black





4. 	Mounting Method: Manufacturers standard double sided adhesive tape for use on painted gypsum board. 





5. 	Copy and braille raised 1/32".





6. 	Letter Style:  Helvetica 





7. 	Capitalize the first letter in each word, however capitalizing words like and, & the is not required.





B. 	Location:  Provide one sign at each doors, except no sign is required at Exteriors doors, aluminum storefront doors and elevator doors. 
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PART 3 - EXECUTION








3.01  INSTALLATION





	A.    Install in accordance with manufacturers written instructions. 











END OF SECTION
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