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PART 1 - GENERAL 








1.01   	SUMMARY





A.  	Section includes wall mounted and free standing aluminum canopies.





B.  	Related Sections





1.  	Section 02846 Site Improvements, for bicycle racks.








1.02   	SUBMITTALS





A. 	Shop Drawings: Submit shop drawings at 1/4" scale, to accurately describe both types of canopies, mounting and installation details.





B. 	Samples of finishes. 








1.03   	SYSTEM DESCRIPTION





A.  	Design Requirement: Supplier is required to design the canopies using their standard W sections.  Include integral fascia and gutters, and other features as outlined in Article 2.02. 





B.  	Meet design requirements for wind loading as outlined in ANSI A58.1, Minimum Design Loads for Buildings.
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PART 2 - PRODUCTS








2.01   	ACCEPTABLE MANUFACTURERS





A.  	Mapes Architectural Products





B.  	Mason Corporation





C.  	Royal Aluminum 





D.  	Superior Metal Products Co.








2.02   	MANUFACTURED UNITS





A.  	Wall Mounted Canopy:  Provide canopy similar to design of Lumishade Hanger Rod Canopy Style K, as manufactured by Mapes Architectural Products or equivalent by another acceptable manufacturer.





1.  	Material:  Roll Formed Aluminum





2.  	Finish:  Baked enamel.





3.  	Color:  White





4.  	Water to drain from outside corners, spilling directly on the ground. 





5.  	Provide a minimum of two tension ties from outside edge back to building.





6.  	Size and Quantity:  As indicated on drawings.





B.  	Free Standing Canopy:    Provide canopy similar to design of Lumideck Walkway Cover as manufactured by Mapes Architectural Products or equivalent by another acceptable manufacturer.  Provide the following:





1.  	Material:  Roll Formed Aluminum





2.  	Finish:  Baked enamel.





3. 	 	Color:  White





4.  	Roof:  Shed Roof, sloped 1 inch per foot 





5.  	Water to drain to low pint corners, spilling directly on the ground. 





6.  	Roof Slopes 1/2" per foot, low points adjacent to street, high points adjacent to sidewalks.  





7.  	Number of Columns:  4 





8.  	Canopy Size: 9'-0" x 14'-0" (long dimension runs East and West); short dimension is centered between curb and sidewalk. 





9.  	Locations:  Canopy is centered over bicycle rack. See attached sketch.





10. 	Height:  8'-0" clear headroom.





11. 	Quantity:  Two required.
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PART 3 -EXECUTION








3.01   	PREPARATION





A.  	Coordinate work with installation of bicycle rack. 





B.  	Set anchors in concrete. 








3.02   	INSTALLATION





A.  	Install in accordance with approved shop drawings.











END OF SECTION


EXCEPT FOR ATTACHMENT
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