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PART 1 - GENERAL








1.01    SUMMARY





A.  	This Section includes the following:





1.  	Manually operated front projection screens.





B. 	Related Sections:  The following Sections contain requirements that relate to this Section:





1.  	Section 09250, Gypsum Drywall for metal stud backing.





2.  	Section 10100, Visual Display Boards - Refer to Article 3.03 for location and size of projection screens required.








1.02    SUBMITTALS





A.  	General:  Submit in accordance with provisions of Section 01300.





B.  	Product data for each type of screen specified.
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PART 2 - PRODUCTS








2.01    ACCEPTABLE MANUFACTURERS





A.  	Bretford Manufacturing, Inc.





B.  	Da-Lite Screen Co., Inc.





C.  	Draper Shade & Screen Co.








2.02    PROJECTION SCREEN SURFACES, GENERAL





A.  Provide Model C, roller type screen as manufactured by Da-Lite Screen Company, Inc.





1.  	Wall Mounted:  Provide 6" non-adjustable steel extrusion brackets.





2.  	Size:  4 x 4.





3.  	Fabric:  fiberglass.





4. 	Case:





a.  Material:  22 gage steel.





b.  Finish:  Flat black.
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PART 3 - EXECUTION








3.01    INSTALLATION





A.  	General:  Install projection screens at locations indicated in compliance with screen manufacturer's instructions.








3.02    PROTECTION AND CLEANING





A.  	Protect projection screens after installation from damage during construction.





1.  	Provide temporary covering until completion. 











END OF SECTION
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