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PART 1 - GENERAL








1.01   SUMMARY





A. 	Section includes shower stall composed of receptor and marbleized wall panel.





B. 	Related Sections





1.  	Section 15401, Plumbing, for floor drains and plumbing connections.








1.02   SUBMITTALS





A. 	Submit in accordance with the provisions of Section 01300.





B. 	Submit shop drawings to show provisions for joining of materials, and installation details.





C. 	Product data for terrazzo base and HDPE panels including cleaning instructions.





D. 	Submit 4" x 4" samples of HDPE panel for review.








1.03   QUALITY ASSURANCE





A. 	Regulatory requirements provide HDPE panels as follows:





1.  	Smoke Density:  less than 75.





B. 	Meeting Federal Specifications RR-P1352C.





�
PART 2 - PRODUCTS








2.01   ACCEPTABLE PRODUCTS





A. 	Terrazzo Shower Base:





1.  Florestone.





2.  General Partitions Mfg. Corp.





3.  Roberson Precast Limited.





B. 	HDPE Sheet Wall Panel:





1.  Comtec Industries.





2.  Santana.





3.  Sanymetal.








2.02    MATERIALS





A. 	Molded Shower Receptacle:  Provide terrazzo shower receptacle similar to Florestone Series 400.





1.  Center drain.





2.  Sizes:  As indicated on drawings.





3. Barrier Free Design:  Provide unit meeting requirements of American with Disabilities Act, including 1/2" rise.





4.  Flanged to receive wall panel.





5.  Color:  White.





B. 	Wall Panel:  Provide Poly-Marble HDPE panels manufactured by Santana.





1.  Thickness:  1"





2.  Size:  Provide full width, so that shower wall can be made without joints.





3.  Color:  White.





C. 	Provide adhesives, sealants, trim pieces, fasteners, etc. as necessary, and as recommended by manufacturers for complete installation.











PART 3 - EXECUTION








3.01   INSTALLATION





A. 	Do not install wall panels until installation of molded shower receptor has cured.





B. 	Install in accordance with manufacturer's instructions.








3.02   CLEANING AND PROTECTION 





A. 	Clean shower stalls in accordance with manufacturer's instructions.





B. 	Protect from use during remainder of construction.  Adequately protect until acceptance.








END OF SECTION
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