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�

	SPECIAL SPECIFICATION 



	SECTION 06610-S 



	SYNTHETIC STONE

THIS SECTION USES THE TERM "ARCHITECT."  CHANGE THIS TERM AS NECESSARY TO MATCH THE ACTUAL TERM USED TO IDENTIFY DESIGN PROFESSIONAL AS DEFINED IN THE GENERAL AND SUPPLEMENTARY CONDITIONS.





PART �seq level0 \h \r0 ��seq level1 \h \r0 ��seq level2 \h \r0 ��seq level3 \h \r0 ��seq level4 \h \r0 ��seq level5 \h \r0 ��seq level6 \h \r0 ��seq level7 \h \r0 ��seq level0 \*arabic�1� � GENERAL





1.01		SUMMARY



		�seq level2 \*ALPHABETIC�A�.	Section includes synthetic stone used as sills.

ADJUST LIST BELOW TO SUIT PROJECT.





1.02�seq level2 \h \r0 ��seq level3 \h \r0 �		SUBMITTALS



		�seq level2 \*ALPHABETIC�A�.	Submit in accordance with the provisions of Section 01300-S.



		�seq level2 \*ALPHABETIC�B�.	Product data including cleaning instruction, and recommended cleansers.





1.03�seq level2 \h \r0 ��seq level3 \h \r0 �		REGULATORY REQUIREMENTS



		�seq level2 \*ALPHABETIC�A�.	Flammability Rating:  Class 1



DELETE BELOW IF NO ELECTRICALLY OPERATED SCREENS.

�

PART �seq level0 \*arabic�2��seq level1 \h \r0 ��seq level2 \h \r0 � � PRODUCTS





2.01		ACCEPTABLE MANUFACTURERS



		�seq level2 \*ALPHABETIC�A�.	Avonite.



		�seq level2 \*ALPHABETIC�B�.	Corian, by Dupont.



		�seq level2 \*ALPHABETIC�C�.	Formica.



		D.	VT Industries.



		E.	Substitutions: only under provisions of Specification 1600-S.



2.02�seq level2 \h \r0 �		MATERIALS



		�seq level2 \*ALPHABETIC�A�.	Provide composite material resembling natural stone, similar to that manufactured by Avonite, with the following features.



			�seq level3 \*arabic�1�.	Workability:  Requires only use of conventional woodworking tools.





			�seq level3 \*arabic�2�.	Standard Thickness:  1/2 inch.  Sheets may be bonded together to form thickness required.



			�seq level3 \*arabic�3�.	Color:  To be selected by SDR.



			�seq level3 \*arabic�4�.	Weight:  4.0 pounds per square foot.



		B.	Sills:



			�seq level3 \*arabic�5�.	Thickness:  1 inch.



			2.	Length:  Provide one piece for openings up to 10 feet, with no joints.  For lengths longer than ten feet, one joint may occur at the center of window.



		C.	Accessories:



			�seq level3 \*arabic�6�.	Setting Adhesive:  As recommended by synthetic stone manufacturer.



	�

PART �seq level0 \*arabic�3��seq level1 \h \r0 ��seq level2 \h \r0 ��seq level3 \h \r0 ��seq level4 \h \r0 � � EXECUTION





3.01		INSTALLATION



		�seq level2 \*ALPHABETIC�A�.	Install in accordance with manufacturer's instructions.

DELETE BELOW IF NO FRONT PROJECTION SCREENS.





3.02�seq level2 \h \r0 �		CLEANING AND PROTECTION



		�seq level2 \*ALPHABETIC�A�.	Clean sills in accordance with manufacturer’s instructions.





	END OF SECTION



�
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