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	SPECIAL SPECIFICATION





	SECTION 08305-S


	


	ACCESS DOORS


THIS SECTION USES THE TERM ARCHITECT.  CHANGE THIS TERM AS NECESSARY TO MATCH THE ACTUAL TERM USED TO IDENTIFY THE DESIGN PROFESSIONAL AS DEFINED IN THE GENERAL AND SUPPLEMENTARY CONDITIONS.











PART �seq level0 \h \r0 ��seq level1 \h \r0 ��seq level2 \h \r0 ��seq level3 \h \r0 ��seq level4 \h \r0 ��seq level5 \h \r0 ��seq level6 \h \r0 ��seq level7 \h \r0 ��seq level0 \*arabic�1� � GENERAL








1.01	SUMMARY





	�seq level2 \*ALPHABETIC�A�.	This Section includes fire rated wall access doors with a maximum temperature rise.





	�seq level2 \*ALPHABETIC�B�.	Related Sections:  The following Sections contain requirements that relate to this Section:


LIST BELOW ONLY PRODUCTS, CONSTRUCTION, AND EQUIPMENT FOR THIS PROJECT THAT THE READER MIGHT EXPECT TO FIND IN THIS SECTION BUT ARE SPECIFIED ELSEWHERE.  VERIFY THAT THE SECTION TITLES LISTED BELOW FOR THIS PROJECT'S SPECIFICATION ARE CORRECT.





		�seq level3 \*arabic�1�.	Section 09250, Gypsum Drywall for gypsum board walls.





		2.	Section 09900, Painting.








1.02�seq level2 \h \r0 ��seq level3 \h \r0 �	SUBMITTALS





	�seq level2 \*ALPHABETIC�A�.	Submit according to the provisions of Section 01300-S.





	�seq level2 \*ALPHABETIC�B�.	Product data for each type of access door assembly specified, including details of construction relative to materials, individual components, profiles, finishes, and fire�protection ratings where required.





	�seq level2 \*ALPHABETIC�C�.	Shop drawings showing fabrication and installation of customized access doors and frames, including details of each frame type, elevations of door design types, anchorage, and accessory items.


DELETE ABOVE AND BELOW IF NO CUSTOMIZED UNITS ARE REQUIRED.








1.03�seq level2 \h \r0 �	QUALITY ASSURANCE





	�seq level2 \*ALPHABETIC�A�.	Fire�Rated Door Assemblies:  Units that comply with NFPA 80, are identical to door and frame assemblies tested for fire�test�response characteristics per test method as indicated below, and are labeled and listed by UL.





		�seq level3 \*arabic�1�.	Test Method for Vertical Installations:  ASTM E 152.





�



PART �seq level0 \*arabic�2��seq level1 \h \r0 ��seq level2 \h \r0 ��seq level3 \h \r0 � � PRODUCTS








2.01	MANUFACTURERS





	�seq level2 \*ALPHABETIC�A�.	Manufacturers: Provide products by one of the following:


SEE EDITING INSTRUCTION NO. 1 IN THE EVALUATIONS FOR CAUTIONS ABOUT NAMING PRODUCTS AND MFRS.





		�seq level3 \*arabic�1�.	Acudor Products Inc.





		�seq level3 \*arabic�2�.	Bar�Co, Inc. Div., Alfab, Inc.





		�seq level3 \*arabic�3�.	Cesco Products.





		�seq level3 \*arabic�4�.	J.L. Industries.





		�seq level3 \*arabic�5�.	Karp Associates, Inc.





		�seq level3 \*arabic�6�.	Larsen's Manufacturing Co.





		�seq level3 \*arabic�7�.	Milcor, Inc.





		�seq level3 \*arabic�8�.	The Williams Bros. Corporation of America.





B.	Substitutions:  Only under provisions of Section 01600-S.





2.02�seq level2 \h \r0 ��seq level3 \h \r0 �	ACCESS DOORS


USE BELOW WHERE REQUIRED BY CODE FOR WALLS AND CEILINGS.





	�seq level2 \*ALPHABETIC�A�.	Fire Rated Access Door:  Provide Model FW-5050, as manufactured by 


		Acudor Products, Inc.





		�seq level3 \*arabic�1�.	Flush mounted for 3rd floor Northwest and Southwest mechanical chases.          


		�seq level3 \*arabic�2�.	Size:  3’W x 3’H.





		�seq level3 \*arabic�3�.	Fire Protection Rating:  1-1/2 hours, B label.





		�seq level3 \*arabic�4�.	Maximum Temp. Rise:  250 degrees after 30 minutes.





		5.	Material:  Steel





		6.	Finish:  Manufacturer's standard primed coating.





Mounting:  Center of door 5’-6” above finish floor.  Contractor to verify dimensions and coordinate door location with mechanical duct.





	�seq level2 \*ALPHABETIC�B�.	Fire Rated Access Door:  �seq level3 \h \r0 �Provide Model FW-5050 as manufactured by Acudor Products, Inc. on the first, second and third floors for the North Center and South Center mechanical chases.





		�seq level3 \*arabic�1�.	Flush mounted.





		�seq level3 \*arabic�2�.	Size:  3’ wide by 4’ high.





		�seq level3 \*arabic�3�.	Fire Protection Rating:  1 ½  hours, B label.





		�seq level3 \*arabic�4�.	Maximum Temp. Rise:  250 degrees after 30 minutes.





Material:  Steel.





Finish:  Manufacturer’s  standard primed coating.





Mounting:  Bottom of access door flush with finish floor.  Contractor to verify dimensions and coordinate door location with mechanical duct. 





	�seq level2 \*ALPHABETIC�C�.�seq level3 \h \r0 �	Provide manufacturer standard trim and accessories required to make complete installation.  Prepare for installation in gypsum partitions.





	�seq level2 \*ALPHABETIC�D�.	Locking Devices:  Furnish number required to hold door in flush, smooth plane when closed.


OTHER LOCKING DEVICES AVAILABLE INCLUDE PULL RINGS, ALLEN HEAD, PHILLIPS HEAD, SPANNER HEAD, TEE HANDLE, PUSH BUTTON, AND THUMB TURN.





		�seq level3 \*arabic�1�.	For cylinder lock, furnish 2 keys per lock and key all locks alike.





�



PART �seq level0 \*arabic�3��seq level1 \h \r0 ��seq level2 \h \r0 ��seq level3 \h \r0 � � EXECUTION








3.01	PREPARATION





	�seq level2 \*ALPHABETIC�A�.	Advise others about specific requirements relating to access door installation, including sizes of openings to receive access door and frame, as well as locations of supports, inserts, and anchoring devices.  Furnish inserts and anchoring devices for access doors that must be built into other construction.  








3.02�seq level2 \h \r0 �	INSTALLATION





	�seq level2 \*ALPHABETIC�A�.	Comply with manufacturer's instructions for installing access doors.


DELETE BELOW IF NO FRAMES WITH MASONRY ANCHORS ARE REQUIRED.





	�seq level2 \*ALPHABETIC�B�.	Set frames accurately in position and attach securely to supports with plane of face panels aligned with adjacent finished surfaces.





	�seq level2 \*ALPHABETIC�C�.	Install access doors flush with adjacent finish surfaces.





	�seq level2 \*ALPHABETIC�D�.	Field paint door the color of adjacent wall surfaces.








3.03�seq level2 \h \r0 �	ADJUST AND CLEAN





	�seq level2 \*ALPHABETIC�A�.	Adjust hardware and panels after installation for proper operation.





	�seq level2 \*ALPHABETIC�B�.	Remove and replace panels or frames that are warped, bowed, or otherwise damaged.


ADD "ACCESS DOOR SCHEDULE," IF DESIRED.








	END OF SECTION 
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