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	SPECIAL SPECIFICATION





	SECTION 10522 -S





 	FIRE EXTINGUISHERS, CABINETS, AND ACCESSORIES


THIS SECTION USES THE TERM ARCHITECT.  CHANGE THIS TERM AS NECESSARY TO MATCH THE ACTUAL TERM USED TO IDENTIFY THE DESIGN PROFESSIONAL AS DEFINED IN THE GENERAL AND SUPPLEMENTARY CONDITIONS.











PART �seq level0 \h \r0 ��seq level1 \h \r0 ��seq level2 \h \r0 ��seq level3 \h \r0 ��seq level4 \h \r0 ��seq level5 \h \r0 ��seq level6 \h \r0 ��seq level7 \h \r0 ��seq level0 \*arabic�1� � GENERAL








1.01		SUMMARY





		�seq level2 \*ALPHABETIC�A�.	This Section includes the following:





			�seq level3 \*arabic�1�.	Fire extinguishers.





			�seq level3 \*arabic�2�.	Fire extinguisher cabinets.


			


		�seq level2 \*ALPHABETIC�B�.�seq level3 \h \r0 �	Related Sections:  The following Sections contain requirements that relate to this Section:


LIST ONLY PRODUCTS, CONSTRUCTION, AND EQUIPMENT FOR THIS PROJECT THAT THE READER MIGHT EXPECT TO FIND IN THIS SECTION BUT ARE SPECIFIED ELSEWHERE.  VERIFY THAT SECTIONS LISTED ARE INCLUDED IN THE PROJECT SPECIFICATION AND THAT THEIR TITLES ARE CORRECT.





			�seq level3 \*arabic�1�.	Section 09900, Painting - Interior Paint Schedule.








1.02	�seq level2 \h \r0 ��seq level3 \h \r0 �	SUBMITTALS





		�seq level2 \*ALPHABETIC�A�.	Submit according to the provisions of Section 01300-S.





		�seq level2 \*ALPHABETIC�B�.	Product data for cabinets include rough�in dimensions, details showing mounting methods, relationships of box and trim to surrounding construction, door hardware, cabinet type and materials, trim style, door construction, panel style, and materials.


RETAIN BELOW FOR CABINET�MOUNTED HOSE VALVES.





			�seq level3 \*arabic�1�.	Show location of knockouts for hose valves.








1.03�seq level2 \h \r0 ��seq level3 \h \r0 �		QUALITY ASSURANCE


IF BELOW IS DELETED, COORDINATE SIZES OF EXTINGUISHERS AND CABINETS.





		�seq level2 \*ALPHABETIC�A�.	UL�Listed Products:  Fire extinguishers shall be UL listed with UL listing mark for type, rating, and classification of extinguisher.


�



PART �seq level0 \*arabic�2��seq level1 \h \r0 ��seq level2 \h \r0 � � PRODUCTS








2.01		MANUFACTURERS


DELETE THIS ARTICLE IF OWNER�IMPOSED OR OTHER PROJECT REQUIREMENTS PROHIBIT MENTIONING MFR'S NAMES.





		�seq level2 \*ALPHABETIC�A�.	Manufacturers:  Subject to compliance with requirements, provide products by one of the following:


RETAIN OR INSERT ONLY THOSE MFRS BELOW WHOSE PRODUCTS CORRESPOND WITH OTHER REQUIREMENTS AND WHOSE AVAILABILITY AND SUITABILITY FOR APPLICATION HAVE BEEN VERIFIED.


MFRS BELOW OFFER ONLY EXTINGUISHERS.





			�seq level3 \*arabic�1�.	Ansul Fire Protection.





			�seq level3 \*arabic�2�.	Croker Div., Fire�End and Croker Corp.





			�seq level3 \*arabic�3�.	J.L. Industries.





			�seq level3 \*arabic�4�.	Larsen's Manufacturing Co.





			�seq level3 \*arabic�5�.	Potter�Roemer, Inc.





B.	Substitutions: only under provisions of Section 1600-S.


	


2.02	�seq level2 \h \r0 ��seq level3 \h \r0 �	FIRE EXTINGUISHERS


IF FIRE EXTINGUISHERS ARE NOT IN THE CONTRACT, DELETE THIS ARTICLE AND REVISE THE SECTION TITLE AND NUMBER.





		�seq level2 \*ALPHABETIC�A�.	Multipurpose Dry Chemical Type:  UL�rated 2�A:10:B:C, 10�lb nominal capacity, in enameled steel container.








2.03	�seq level2 \h \r0 �	CABINETS


STANDARD CABINETS WILL HOLD A 2�1/2�GALLON; 5�, 10�, OR 15�LB CARBON DIOXIDE; OR UP TO 20�LB DRY�CHEMICAL EXTINGUISHER.  COORDINATE EXTINGUISHER SIZE AND CABINET CAPACITY.





		�seq level2 \*ALPHABETIC�A�.	Construction:  Manufacturer's standard box, with trim, frame, door, and hardware to suit cabinet type, trim style, and door style indicated.  Weld joints and grind smooth.  Miter and weld perimeter door frames.





		�seq level2 \*ALPHABETIC�B�.	Fire Extinguisher Cabinet:  Provide 2600 series cabinet, as manufactured by Croker Corporation:





			�seq level3 \*arabic�1�.	Semi-Recessed





			�seq level3 \*arabic�2�.	Trim Style:  2 1/2" projection





			�seq level3 \*arabic�3�.	Door:  20 gage





			�seq level3 \*arabic�4�.	Frame:  16 gage





			�seq level3 \*arabic�5�.	Continuous hinge





			�seq level3 \*arabic�6�.	Pull:  Manufacturer's standard





		C.�seq level3 \h \r0 �	Door Material and Construction:  Manufacturer's standard door construction, coordinated with cabinet types and trim styles selected.


DELETE DOOR MATERIALS BELOW NOT REQUIRED.  COORDINATE WITH MFRS' LISTING.





			�seq level3 \*arabic�1�.	Enameled Steel:  Manufacturer's standard finish, hollow steel door construction with tubular stiles and rails.





			�seq level3 \*arabic�2�.	Door Glazing:  Manufacturer's standard plate glass.





		D.�seq level3 \h \r0 �	Identify fire extinguisher in cabinet with FIRE EXTINGUISHER lettering applied to door.  Provide lettering to comply with authorities having jurisdiction for letter style, color, size, spacing, and location.


RETAIN PROCESS OR PROCESSES FROM CHOICES BELOW THAT APPLY TO PANEL MATERIAL OR MATERIALS SELECTED.








2.04	�seq level2 \h \r0 �	STEEL CABINET FINISHES


DELETE THIS ARTICLE IF NO STEEL FINISHES.





		�seq level2 \*ALPHABETIC�A�.	Baked�Enamel Finish:  Immediately after cleaning and pretreatment, apply manufacturer's standard two�coat baked�enamel finish consisting of prime coat and thermosetting topcoat.  Comply with paint manufacturer's instructions for applying and baking to achieve a minimum dry film thickness of 2.0 mils.


RETAIN ONE COLOR REQUIREMENT FROM BELOW.





			�seq level3 \*arabic�1�.	Color and Gloss:  Manufacturer's standard color and gloss designations.  Paint the following:





				�seq level4 \*alphabetic�a�.	Exterior of cabinet, except for those surfaces indicated to receive another finish:  Red


GENERALLY RETAIN ABOVE WHERE FIELD�PAINTED EXTERIOR CABINET FINISHES ARE INDICATED.  DELETE BELOW IF BAKED ENAMEL FINISH IS RETAINED FOR CABINET INTERIORS.





				�seq level4 \*alphabetic�b�.	Interior of cabinet:  White


INSERT OTHER TYPES OF PAINT FINISHES AS REQUIRED.





�



PART �seq level0 \*arabic�3��seq level1 \h \r0 ��seq level2 \h \r0 ��seq level3 \h \r0 ��seq level4 \h \r0 � � EXECUTION








3.01		EXAMINATION





		�seq level2 \*ALPHABETIC�A�.	Examine rough�in for hose valves, hose racks, and cabinets to verify locations of piping connections prior to cabinet installation.





		�seq level2 \*ALPHABETIC�B�.	Examine walls and partitions for thickness and framing for cabinets to verify cabinet depth and mounting prior to cabinet installation.





		�seq level2 \*ALPHABETIC�C�.	Do not proceed until unsatisfactory conditions have been corrected.








3.02	�seq level2 \h \r0 �	INSTALLATION





		�seq level2 \*ALPHABETIC�A�.	Follow manufacturer's printed instructions for installation.





		�seq level2 \*ALPHABETIC�B�.	Install in locations and at mounting heights as indicated on drawings or, if not indicated, at heights to comply with applicable regulations of governing authorities.


DELETE BELOW IF NO RECESSED OR SEMIRECESSED CABINETS.





			�seq level3 \*arabic�1�.	Prepare recesses in masonry and stud walls for cabinets as required by type and size of cabinet and style of trim and to comply with manufacturer's instructions.





			�seq level3 \*arabic�2�.	Fasten cabinets to structure, square and plumb.











	END OF SECTION
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