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SECTION 10705-S





EXTERIOR SUN CONTROL DEVICES








PART 1 - GENERAL








1.01	DESCRIPTION OF WORK





	This section includes shading devices on the South side of the building.





	Related Sections:


	


	Division 8, Glass and Glazing





2.	Division 3, Precast Concrete - Plant Cast








1.02	SUBMITTALS


	


	A.	General:  Submit the following in accordance with provisions of Section 1300-S, “Descriptive submittals”.





Product Data:  Submit product information from manufacturers for each type of  product specified.





Shop Drawings:  Submit shop drawings indicating material sizes, finishes, connections and attachments, and anchorages to other work.





Samples:  Submit manufacturers standard colors for selection by the Sandia Designated Representative (SDR).








1.03	QUALITY ASSURANCE





Single-source Responsibility:  Provide sun control device system manufactured by a single manufacturer.


�



Coordination of Work:  Review other sections to which the Sun Control Devices attach or coordinate.  On request, furnish information on characteristics such as weight and wind loading to precast manufacturers.


		


		Notify the SDR of any problems anticipated.








1.04	DELIVERY, STORAGE AND HANDLING





Deliver materials to the job site in the manufacturers original, unopened packages and containers bearing manufacturer’s name, label.  Protect materials as recommended by the manufacturer.
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PART 2 - PRODUCTS








2.01	MANUFACTURER’S





	Products made by the following manufacturers, provided they comply with the requirements of the Contract Documents, are those considered acceptable.





	ASCA, Inc.





Substitutions: only under provisions of Section 1600-S.





2.02	SUN CONTROL DEVICES





	A.  	Provide:  Series 500 Fixed Horizontal


			Hole Pattern:  .25 inch diameter


			Color:  Match Benjamin Moore # 1393.





	B.	Finish:  AA-M12C22A42 Anodic Coating, Architectural Class I, integrally colored coating, 0.7 mil or thicker. 


�
PART 3 - EXECUTION








3.01	EXAMINATION





	Examine substrates and conditions under which sun control devices by installed.  Do not install sun control devices until satisfactory conditions are present.  Notify the SDR of the unsatisfactory conditions.








3.02	INSTALLATION OF EXTERIOR SUN CONTROL DEVICES





	Install sun control devices per manufacturer’s shop drawings and instructions.  Provide gaskets to separate dissimilar metals and incompatible materials.








3.03	CLEANING





	After installation of exterior sun control devices clean according to manufacturer’s instructions.
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