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�	SPECIAL SPECIFICATION



	SECTION 10753 -S



	WALL�MOUNTED TELEPHONE ENCLOSURES

THIS SECTION USES THE TERM "ARCHITECT."  CHANGE THIS TERM AS NECESSARY TO MATCH THE ACTUAL TERM USED TO IDENTIFY THE DESIGN PROFESSIONAL AS DEFINED IN THE GENERAL AND SUPPLEMENTARY CONDITIONS.



�



PART �seq level0 \h \r0 ��seq level1 \h \r0 ��seq level2 \h \r0 ��seq level3 \h \r0 ��seq level4 \h \r0 ��seq level5 \h \r0 ��seq level6 \h \r0 ��seq level7 \h \r0 ��seq level0 \*arabic�1� � GENERAL





1.01		SUMMARY



		�seq level2 \*ALPHABETIC�A�.	This Section includes:

DELETE ENCLOSURE TYPES BELOW THAT ARE NOT INCLUDED.  FOR PROJECTS WITH ONLY ONE TYPE, REVISE THE SENTENCE ABOVE AND DELETE THE LIST BELOW.



			�seq level3 \*arabic�1�.	Wall�mounted, shelf�type telephone enclosures, both paired and individual.



		�seq level2 \*ALPHABETIC�B�.�seq level3 \h \r0 �	Related Sections:  The following sections contain requirements that relate to this Section:

LIST BELOW ONLY PRODUCTS, CONSTRUCTION, AND EQUIPMENT INCLUDED IN THIS PROJECT THAT THE READER MIGHT EXPECT TO FIND IN THIS SECTION.  VERIFY THAT SECTIONS LISTED ARE INCLUDED AND THAT THEIR TITLES ARE CORRECT.



			�seq level3 \*arabic�1�.	Electrical connections and empty conduit for illuminated units are specified in Division 16.

IF ALTERNATES, ALLOWANCES OR UNIT PRICES APPLY TO WORK OF THIS SECTION, INSERT BRIEF PARAGRAPHS HERE TO ALERT THE CONTRACTOR, AND REFERENCE THE APPROPRIATE DIVISION 1 SECTION FOR SPECIFIC DETAILS.





1.02�seq level2 \h \r0 ��seq level3 \h \r0 �		SUBMITTALS



		�seq level2 \*ALPHABETIC�A�.	General:  Submit in accordance with provisions of Section 01300-S.



			�seq level3 \*arabic�1�.	Product data, including:



				�seq level4 \*alphabetic�a�.	Manufacturer's construction details relative to materials.



				�seq level4 \*alphabetic�b�.	Profiles and dimensions of individual components.



				�seq level4 \*alphabetic�c�.	Finishes.



				�seq level4 \*alphabetic�d�.	Installation recommendations.

USUALLY RETAIN THE NEXT PARAGRAPH.  ADD REQUIREMENTS FOR CUSTOM�DESIGNED UNITS TO SUIT PROJECT REQUIREMENTS.



			�seq level3 \*arabic�2�.�seq level4 \h \r0 �	Shop drawings for telephone enclosure, including information not fully 

				detailed in manufacturer’s standard product data and the following:



				�seq level4 \*alphabetic�a�.	Fully dimensioned plans, elevations, and details for each type of 

					telephone enclosure required.



				�seq level4 \*alphabetic�b�.	Not less than 3/4�inch�scale sections of typical units.



				�seq level4 \*alphabetic�c�.	Anchors, grounds, and reinforcement for items supported on or 

					anchored to permanent construction.

DELETE PARAGRAPHS BELOW IF MANUFACTURER'S STANDARD MATERIALS ARE USED AND COLORS ARE PRESELECTED AND SPECIFIED OR SCHEDULED.  RETAIN FOR SPECIAL SITUATIONS.

REVISE THE NEXT PARAGRAPH OR ADD PARAGRAPHS IF SAMPLES OF OTHER METALS ARE REQUIRED.



			�seq level3 \*arabic�3�.�seq level4 \h \r0 �	Samples for Initial Color Selection:  Submit samples of each aluminum 

				finish type and color, on 6�inch�long sections of extrusions and not 

				less than 4�inch squares of sheet or plate, showing full range of colors 

				available.

INSERT PARAGRAPHS IF OTHER SAMPLES ARE REQUIRED FOR INITIAL SELECTION PURPOSES.





1.03�seq level2 \h \r0 ��seq level3 \h \r0 �		QUALITY ASSURANCE



		�seq level2 \*ALPHABETIC�A�.	Installer Qualifications:  Engage an experienced Installer who has successfully completed installation of telephone enclosures similar in material, design, and extent to that indicated for the project.

RETAIN THE NEXT PARAGRAPH.  THE STANDARD REFERENCED CONTAINS PROVISIONS THAT COULD INFLUENCE ENCLOSURE DESIGN BUT MIGHT NOT BE INCLUDED IN LOCAL CODES.



		�seq level2 \*ALPHABETIC�B�.	ANSI Standard:  Comply with provision of ANSI A117.1 "Specifications for Making Buildings and Facilities Accessible to and Usable by Physically Handicapped People."



		�seq level2 \*ALPHABETIC�C�.	Design Criteria:  The drawings indicate size, profiles, and dimensional requirements of telephone enclosures and are based on the specific type and model indicated.  Telephone enclosures having equal characteristics by other manufacturers may be considered provided that deviations in dimensions and profiles are minor and do not change the design concept or intended performance as judged by the A/E.  The burden of proof of equality is on the proposer.

    



�seq level2 \h \r0 �1.04		DELIVERY, STORAGE AND HANDLING

GENERALLY DELETE THIS ARTICLE.  MOST PROJECTS DO NOT WARRANT ITS INCLUSION.



		�seq level2 \*ALPHABETIC�A�.	Do not deliver interior telephone enclosure units until construction is ready for their installation.  Protect units from damage during delivery, storage, handling, and installation.

IF NECESSARY ADD PARAGRAPHS DETAILING SPECIAL PROVISIONS FOR STORAGE AND HANDLING.  BE CAREFUL NOT TO INTRODUCE REQUIREMENTS THAT CONFLICT WITH THE CONTRACTOR'S RESPONSIBILITY FOR CONTROL OF CONSTRUCTION MEANS AND METHODS.





�seq level2 \h \r0 �1.05		PROJECT CONDITIONS

GENERALLY DELETE THIS ENTIRE ARTICLE.  MOST PROJECTS DO NOT WARRANT ITS INCLUSION.  RETAIN WHERE TELEPHONE ENCLOSURES ARE LOCATED IN ALCOVES OR ELSEWHERE WHERE OVERALL FINISHED DIMENSIONS MIGHT BE CRITICAL.



		�seq level2 \*ALPHABETIC�A�.	Field Measurements:  Check opening dimensions by field measurement before fabrication to ensure proper fitting.  Show recorded measurements on final shop drawings.  Coordinate fabrication schedule with construction progress to avoid delay of Work.

DELETE THE NEXT PARAGRAPH IF GUARANTEE OF MEASUREMENTS IS NOT PERMITTED.

�

PART �seq level0 \*arabic�2��seq level1 \h \r0 ��seq level2 \h \r0 � � PRODUCTS





2.01		ACCEPTABLE MANUFACTURERS

DELETE THIS ARTICLE IF OWNER�IMPOSED OR OTHER PROJECT REQUIREMENTS PROHIBIT MENTION OF MANUFACTURER'S NAMES OR PRODUCTS.



		�seq level2 \*ALPHABETIC�A�.	Manufacturers:  For wall mounted telephone enclosures:



			�seq level3 \*arabic�1�.	Acoustic Development Corporation.



			�seq level3 \*arabic�2�.	American Specialties, Inc.



			�seq level3 \*arabic�3�.	Phillips & Brooks, Inc.



			�seq level3 \*arabic�4�.	RedyRef Pressed and Welded, Inc.



B.	Substitutions: only under provisions of Section 1600-S.



�seq level2 \h \r0 ��seq level3 \h \r0 �2.02		WALL�MOUNTED, SHELF�TYPE TELEPHONE ENCLOSURES

DELETE THIS ARTICLE IF THIS ENCLOSURE TYPE IS NOT REQUIRED.  THIS TYPE IS INTENDED FOR INTERIOR USE BUT MIGHT BE USED ON THE EXTERIOR IN SHELTERED ENVIRONMENTS.



		�seq level2 \*ALPHABETIC�A�.	General:  Provide wall�mounted, shelf�type telephone enclosure units of the style indicated.

DELETE THE NEXT PARAGRAPH IF ONLY A SINGLE ENCLOSURE IS REQUIRED.



			�seq level3 \*arabic�1�.	Provide groupings of enclosures with a common divider wall between adjacent units.

SELECT THE ENCLOSURE BODY REQUIRED TO SUIT REQUIREMENTS FROM THE OPTIONS BELOW.

THE PARAGRAPH BELOW DESCRIBES AN INTEGRAL, ONE�PIECE ENCLOSURE SHELL SUITABLE FOR WALL OR PEDESTAL MOUNTING AND AVAILABLE FROM SEVERAL MANUFACTURERS.  REVISE IF ALUMINUM OR PAINTED GALVANIZED STEEL IS USED FOR THE ENCLOSURE BODY, OR IF SHAPE OTHER THAN SEMICIRCULAR IS DESIRED.



		�seq level2 \*ALPHABETIC�B�.�seq level3 \h \r0 �	Enclosure Body:  Provide surface�mounted, shelf�type telephone enclosures of the size and style indicated, consisting of an acoustic rear wall panel containing the telephone instrument, side walls, and a writing shelf.

RETAIN EITHER THE PARAGRAPH ABOVE FOR SURFACE�MOUNTED ENCLOSURES, OR THE ONE BELOW FOR RECESSED INSTALLATIONS.



			�seq level3 \*arabic�1�.	Provide Model MP307, Flush Panel Modular as manufactured by Redy Ref or similar unit of another acceptable manufacturer.



			�seq level3 \*arabic�2�.	Rear Wall:  Provide stainless steel acoustic panels mounted on the back wall of the enclosure.  Provided threaded inserts located to receive the telephone company's standard telephone instrument assembly indicated.

SELECT SIDE WALL MATERIAL FROM THE OPTIONS LISTED BELOW.



			�seq level3 \*arabic�3�.	Side Walls:  Frameless, 1/2�inch�thick, clear, acrylic plastic sheet.



			�seq level3 \*arabic�4�.	Shelf:  Full�length stainless steel writing shelf.

IF DIRECTORY STORAGE IS PROVIDED SELECT STORAGE TYPE FROM OPTIONS BELOW.  DELETE ALL OPTIONS IF CENTRAL DIRECTORY SHELVES OR TABLES ARE PROVIDED.



			�seq level3 \*arabic�5�.	Directory Storage:  Shelf�mounted, swing�out directory holder with directory binder.



			�seq level3 \*arabic�6�.	Header Panel:  Provide an integral stainless steel header panel incorporating a telephone sign.  Include concealed fluorescent lighting and an acrylic diffuser.



		�seq level2 \*ALPHABETIC�C�.�seq level3 \h \r0 �	Where individual telephone is located in private room, provide full width writing shelf and directory storage rack, and rear wall panel.





2.03�seq level2 \h \r0 �		FABRICATION



		�seq level2 \*ALPHABETIC�A�.	Construction:  Fabricate telephone enclosures to requirements indicated.  Provide units square, rigid, and without warp, with metal edges flat and free of dents or distortion.  Make exposed metal edges safe to touch.  Weld members together to firm a rigid one�piece structure.  Grind exposed welds flush.

REVISE THE NEXT PARAGRAPH AS NECESSARY TO SATISFY PROJECT REQUIREMENTS.



		�seq level2 \*ALPHABETIC�B�.	Shop Assembly:  Preassemble telephone enclosures in the shop to the greatest extent possible, to minimize assembly of units at the project site.  Disassemble units only to the extent necessary for shipping and handling limitations.  Clearly mark units for reassembly and coordinated installation.



		�seq level2 \*ALPHABETIC�C�.	Prepare to receive house telephone, identified on Drawing Nos. 105778/E11 and 105778/E19.





2.04	�seq level2 \h \r0 �	FINISHES



		�seq level2 \*ALPHABETIC�A�.	General:  Comply with NAAMM "Metal Finishes Manual" for recommendations relative to application and designations of finishes.



		�seq level2 \*ALPHABETIC�B�.	Stainless Steel Finishes:  Finish designations prefixed by "AISI" conform to the system established by the American Iron and Steel Institute for designating finishes.



			�seq level3 \*arabic�1�.	Bright, Directional Polish Finish:  AISI Type 302 or 304 with No. 4 directional polish finish.



				�seq level4 \*alphabetic�a�.	Grain Direction:  Vertical.



�

PART �seq level0 \*arabic�3��seq level1 \h \r0 ��seq level2 \h \r0 ��seq level3 \h \r0 ��seq level4 \h \r0 � � EXECUTION





3.01		INSTALLATION



		�seq level2 \*ALPHABETIC�A�.	Install telephone enclosures and related accessories at locations on the contract drawings in accordance with manufacturer's instructions.  Mount enclosure so that the height of the highest operable part of the telephone is a maximum of 48 inches above the floor. Provide clips, grounds, backing materials, brackets and anchors, trim and accessories necessary for a complete installation.





3.02	�seq level2 \h \r0 �	ADJUST AND CLEAN



		�seq level2 \*ALPHABETIC�A�.	Replace units that cannot be restored to factory�finished appearance.  Use only materials and procedures recommended by the manufacturer.





	END OF SECTION

�
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