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PART 1 - GENERAL








1.01	RELATED DOCUMENTS





A.	Drawings and general provisions of Contract, including General and Supplementary Conditions and Division 1 Specification Sections, apply to work of this section.








1.02	REFERENCES





A.	Exterior Insulation Manufacturers Association (EIMA)








1.03	SUMMARY





A.	This section includes the following:





1.	Finish coat applications over cement plaster base coats.





2.	Finish coat applications over concrete surfaces.





B.	Related Sections:  The following sections contain requirements that relate to this section:





1.	Division 3 Section "Concrete Work" for concrete substrates behind system.





2.	Division 9 Section "Lath and Plaster" for exterior and interior walls finished with products of this section.








1.04	DEFINITIONS





A.	Exterior finish systems refer to assemblies composed of a textured protective finish coat.  These assemblies are applied to supporting substrates of construction indicated.





B.	Designation PB for class of exterior finish systems specified in this section is based on the classification developed by the Exterior Insulation Manufacturers Association (EIMA).





C.	System in this section refers to Class PB exterior finish systems.





D.	System manufacturer refers to the manufacturer of exterior finish systems.








1.05	SYSTEM PERFORMANCE REQUIREMENTS





A.	Provide finish systems complying with the following performance requirements:





1.	Bond Integrity:  Free from bond failure within system components or between system and substrate construction, resulting from exposure to fire, wind loads, weather, or other in-service conditions.





2.	Weathertightness:  Resistant to water penetration from exterior into system and assemblies behind it or through them into interior of building that results in degradation of system and assemblies behind system including substrates, supporting wall construction, and interior finish.








1.06	SUBMITTALS





A.	General:  Submit the following in accordance with Conditions of Contract and Division 1 Specification Sections.





B.	Product data for finish systems.





C.	Samples for verification purposes in the form of 2-foot-square panels for each finish, color, and texture specified.  Prepare samples using same tools and techniques intended for actual work.  All colors and finishes to be submitted to and approved by the Sandia Delegated Representative (SDR).





D.	Qualification data for firms and persons specified in "Qualify Assurance" Article to demonstrate their capabilities and experience.  Include list of completed projects with project names, addresses, names of Sandia Delegated Representative (SDR)s and Owners, plus other information specified.





E.	Installer certificates signed by manufacturer certifying that Installers comply with requirements under "Quality Assurance" Article.
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1.07	QUALITY ASSURANCE





A.	Manufacturer Qualifications:  Engage a firm experienced in manufacturing systems that are similar to those indicated for this Project and that have a record of successful in-service performance.





B.	Installer Qualifications:  Engage an experienced Installer who is certified in writing by system manufacturer as qualified to install manufacturer's system.





C.	Single-Source Responsibility:  Obtain materials for system from either a single manufacturer or manufacturers approved by the system manufacturer as compatible with other system components.





D.	Field-Constructed Mock-Up:  Prior to installation of system, erect mock-ups for each form of wall construction and finish required to verify selections made under sample submittals and to demonstrate esthetic effects including those related to execution.  Build mock-ups to comply with the following requirements, using materials indicated for final work:





1.	Locate mock-ups on site in location and of size indicated or, if not indicated, as directed by Sandia Delegated Representative (SDR).





2.	Demonstrate the proposed range of color, texture, and workmanship to be expected in completed work.





3.	Obtain Sandia Delegated Representative (SDR)'s acceptance of mock-ups before start of final work.





4.	Retain and maintain mock-ups during construction for judging completed work.





a.	When directed, demolish mock-ups and remove from Project site.





E.	All materials used shall not contain asbestos fibers or lead.








1.08	DELIVERY, STORAGE, AND HANDLING





A.	Deliver products in original, unopened packages and containers with manufacturer's labels identifying products legible and intact.





B.	Store materials inside and under cover; keep them dry and protected from the weather, direct sunlight, surface contamination, aging, corrosion, damaging temperatures, damage from construction traffic, and other causes.
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1.09	PROJECT CONDITIONS





A.	Environmental Conditions:  Do not install system when ambient outdoor temperatures are 40 deg.F (4 deg.C) and falling unless temporary protection and heat are provided to maintain ambient temperatures above 40 deg.F (4 deg.C) during installation of wet materials and for 24 hours after installation or longer to allow them to become thoroughly dry and weather resistant.








1.10	SEQUENCING AND SCHEDULING





A.	Sequence installation of system with related work specified in other sections to ensure that wall assemblies, including flashing, trim, and joint sealers, are protected against damage from weather, aging, corrosion, and other causes.








PART 2 - PRODUCTS








2.01	MANUFACTURERS





A.	Manufacturers:  Subject to compliance with requirements, provide Class PB system of one of the following:





Bonsal; W.R. Bonsal Co.


Dryvit Systems, Inc.


ISPO USA, Inc.


Perma-flex; El Rey Stucco


Pleko Products, Inc.


Senergy Inc.


Simplex Div., Anthony Industries, Inc.


Sto Industries, Inc.


TEC Inc., an H.B. Fuller Co.


Thoro System Products


Vitricon Div., Polymer Plastics Corp.








2.02	MATERIALS





A.	Compatibility:  Provide finish coat materials that are compatible with the substrate and approved for use by system manufacturer.





B.	Colors and Textures of Protective Coating:  Comply with the following requirements:





1.	Match Sandia Delegated Representative (SDR)'s samples for custom colors and textures.





C.	Finish Coat Materials:  System manufacturer's standard mixture complying with the following requirements for material composition and method of combining materials:





1.	Factory-mixed formulation of polymer emulsion admixture, colorfast mineral pigments, sound stone particles, and fillers.





D.	Water:  Clean and potable.








2.03	MIXING





A.	General:  Comply with system manufacturer's requirements for combining and mixing materials.  Do not introduce admixtures, water, or other materials except as approved by system manufacturer.  Mix materials in clean containers.  Use materials within time period specified by system manufacturer or discard.








PART 3 - EXECUTION








3.01	EXAMINATION





A.	Examine substrates, with Installer present, to determine if they are in satisfactory condition for installation of system.  Do not proceed with installation of system until unsatisfactory conditions have been corrected.








3.02	PREPARATION





A.	Protect contiguous work from moisture deterioration and soiling resulting from application of systems.  Provide temporary covering and other protection needed to prevent spattering of exterior finish coatings on other work.





B.	Protect system, substrates, and wall construction behind them from inclement weather during installation.  Prevent infiltration of moisture behind system and deterioration of substrates.





C.	Substrate Preparation:  Prepare and clean substrates to comply with system manufacturer's requirements to obtain optimum bond between substrate and finish system.
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3.03	INSTALLATION





A.	General:  Comply with system manufacturer's current published instructions for installation of system as applicable to each type of substrate indicated.





B.	Apply finish coat over dry base coat in thickness required by system manufacturer to produce a uniform finish of texture and color matching approved sample.








3.04	CLEANING AND PROTECTION





A.	Remove temporary covering and protection of other work.  Promptly remove protective coatings from window and door frames and any other surfaces outside areas indicated to receive protective coating.





B.	Provide final protection and maintain conditions in a manner acceptable to Installer and system manufacturer that ensures system's being without damage or deterioration at time of Substantial Completion.














END OF SECTION
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