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SPECIAL SPECIFICATION





SECTION 07600





FLASHING AND SHEET METAL











PART 1 - GENERAL








1.01	RELATED DOCUMENTS





A.	Drawings and general provisions of Contract, including General and Supplementary Conditions and Division 1 Specification Sections, apply to work of this Section.








1.02	REFERENCES





A.	American Society of Testing and Materials (ASTM)





A 526	Specification for Steel Sheet, Zinc-Coated (Galvanized) by the Hot-Dip Process, Commercial Quality





A 527	Specification for Steel Sheet, Zinc-Coated (Galvanized) by the Hot-Dip Process, Lock-Forming Quality





B 209	Specification for Aluminum and Aluminum-Alloy Sheet and Plate





D 523	Test Method for Specular Gloss





D 659	





B.	Sheet Metal and Air Conditioning Contractors National Association (SMACNA)








1.03	SUMMARY





A.	This Section includes the following:





1.	Metal counter flashing and base flashing (if any).





B.	Roofing accessories installed integral with metal roof panels and roofing membrane are specified in roofing system sections as roofing work.








�
1.04	SUBMITTALS





A.	General:  Submit the following in accordance with Conditions of Contract and Division 1 Specification Sections.





B.	Product Data, Flashing, Sheet Metal and Accessories:  Manufacturer's technical product data, installation instructions and general recommendations for each specified sheet material and fabricated product.





C.	Shop drawings showing layout, profiles, methods of joining, and anchorages details, including major counter flashings, trim/fascia units, gutters, downspouts, scuppers, and expansion joint systems.  Provide layouts at 1/4-inch scale and details at 3-inch scale.





D.	All materials used shall not contain asbestos fibers or lead.








1.05	PROJECT CONDITIONS





A.	Coordinate work of this section with interfacing and adjoining work for proper sequencing of each installation.  Ensure best possible weather resistance and durability of work and protection of materials and finishes.








PART 2 - PRODUCTS








2.01	SHEET METAL FLASHING AND TRIM MATERIALS





A.	Zinc-Coated Steel:  Commercial quality with 0.20 percent copper, ASTM A 526 except ASTM A 527 for lock-forming, G185 hot-dip galvanized, mill phosphatized; 0.0359-inch thick (20 gage) except as otherwise indicated.





B.	Sheet Aluminum:  ASTM B 209, alloy 3003, temper H14, AA-C22A41 clear anodized finish; 0.032-inch thick (20 gage).  Where exposed to view provide the following finish:





1.	Fluoropolymer coating:  Manufacturer's standard two-coat, thermo-cured, full-strength 70 percent "Kynar 500" coating consisting of a primer and a minimum 0.75 mil dry film thickness with a total minimum dry film thickness of 0.9 mil and 30 percent reflective gloss when tested in accordance with ASTM D 523.





a.	Durability:  Provide coating that has been field tested under normal range of weathering conditions for minimum of 20 years without significant peel, blister, flake, chip, crack, or check in finish; without caulking in excess of No. 8 in accordance with ASTM D 659; and without fading in excess of 5 NBS units.





2.	Color and gloss:  Match color and gloss of wall panels as specified in Section "Manufactured Roof and Wall Panels".








PART 3 - EXECUTION





3.01	INSTALLATION REQUIREMENTS





A.	General:  Except as otherwise indicated, comply with manufacturer's installation instructions and recommendations and with SMACNA "Architectural Sheet Metal Manual".  Anchor units of work securely in place by methods indicated, providing for thermal expansion of metal units; conceal fasteners where possible, and set units true to line and level as indicated.  Install work with laps, joints, and seams that will be permanently watertight and weatherproof.





B.	Underlayment:  Where aluminum is to be installed directly on cementitious substrates, install a slip sheet of red rosin paper and a course of polyethylene underlayment.





C.	Bed flanges of work in a thick coat of bituminous roofing cement where required for weatherproof performance.





D.	Install reglets to receive counter flashing in manner and by methods indicated.  Where shown in concrete, furnish reglets to trades of concrete work for installation as work of Division 3 sections.





E.	Install counterflashing in reglets, either by snap-in seal arrangement or by welding in place for anchorage and filling reglet with mastic or elastomeric sealant, as indicated and depending on degree of sealant exposure.








3.02	CLEANING AND PROTECTION





A.	Clean exposed metal surfaces, removing substances that might cause corrosion of metal or deterioration of finishes.





B.	Protection:  Advise Contractor of required procedures for surveillance and protection of flashings and sheet metal work during construction to ensure that work will be without damage or deterioration other than natural weathering at time of Substantial Completion.











END OF SECTION
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