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CHANGED 4’ TO 5’ ON SECTION A

FOR DOUBLE SWING FOR SINGLE SWING

12"

SCALE:       �" = 1’-0"

FRONT ELEVATION                              

SCALE:       �" = 1’-0"

SINGLE SWING GATE                            

SCALE:       �" = 1’-0"

DOUBLE SWING GATE                            

3 STRAND BARBED WIRE

TYPICAL

GRADE

GENERAL NOTES

1.

2.

3.

4. HOLD ALL FOOTINGS BELOW GRADE.
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GATE HINGE

(TYP.)

5. GATE STOPS TO BE PROVIDED FOR ALL GATES.

6.

7.

A  

74457/A1

A  
SCALE:         �"=1’-0"

SECTION                       

74457/A1

8. ALL PIPE TO BE GALVANIZED STEEL SCHEDULE 40.

CAPS ON GATES AND OTHER

POSTS WHICH DO NOT HAVE

OUTRIGGERS

(TYP.)

1�" (31.8 mm) O.D.

TOP RAIL (TYP.)

1�" (31.8 mm) O.D.

BOTTOM RAIL AT

GRADE (TYP.)

1�" (31.8 mm) O.D.

BRACING
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2�" (73.0 mm) O.D.

LINE POST (TYP.)

4" O.D. (102 mm)

CORNER POST

2�" (73.0 mm) O.D.

LINE POST

(TYP.)
1�" (31.8 mm) O.D.

BRACING

18’-0" (5.5m) MAX.

9.

8 FT. (2.4 m) HEIGHT

11 GA. (3.05 mm) FABRIC

�x�(4.76 mmx19.1 mm)

TENSION BAR WITH CONNECTIONS

15" (380 mm) O.C.

OVERLAP BOTH FABRICS

BY 4" (102 mm) AND HOG RING

@ 12" (305 mm) O.C.

8’-0" (2.4 m) MAX.

12" (305 mm) DIA.

(TYP. OF ALL

LINEPOST)4" (102 mm) O.D. PIPE IN

14"(360 mm) DIA.

FILLED W/CONCRETE

(MIN. 2500PSI) 17 mPa

8 FT. (2.4 m) HEIGHT

11 GA. (3.05 mm) FABRIC

4" O.D.(102 mm)

GATE POST

SCH. 40

2" (51 mm) O.D. PIPE,

FOR GATE FRAME

(TYP.)

1�" (31.8 mm)O.D.

BOTTOM RAIL

AT GROUND LEVEL

12" (305 mm) DIA.

(TYP. OF ALL

LINEPOST)

DOUBLE GATE KEEPERS

W/8" DIAx12" (203 mmx305 mm)

CONCRETE HOLDER

(4
.8
 

m
)

ALL BARBED WIRE MUST BE NEW 12�GA. (2.51 mm).

PERIMETER FENCING SHALL BE AS SHOWN EXCEPT THAT BOTTOM RAIL SHALL BE

6" (152 mm) BELOW GRADE

�" (9.53 mm) DIA. ROD

W/TURNBUCKLER

(TYP.)

�" (9.53 mm) DIA.

ROD W/TURNBUCKLER

�" (9.53 mm) DIA.

ROD W/TURNBUCKLER

9’-0" (2.7 m) MAX.

A DOUBLE GATE LATCH SHALL BE PROVIDED FOR EACH SET OF GATES.  LOCKING DEVICES

SHALL BE CONSTRUCTED SO THAT THE CENTER ROD OR PLUNGER BAR CANNOT BE

RAISED WHEN THE GATE IS LOCKED.  THE LATCHING DEVICES SHALL HAVE A PROVISION

FOR A PADLOCK.

BRACING SHALL BE PROVIDED FOR EACH TERMINAL POST (END, CORNER, AND GATE) OR

CHANGE IN ELEVATION. COMPLY WITH ASTM F567 STANDARD FOR INSTALLATION.

ALL FABRIC TO BE FASTENED TO RAIL OR TENSION WIRE AT INTERVALS NOT EXCEEDING

24 IN. (610 mm).

BOTTOM RAIL
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1�" (31.8 mm) O.D.

BRACING

2" (51 mm) O.D. PIPE,

FOR GATE FRAME

(TYP.)

GRADE

FENCE AND GATE FABRIC TO BE 2 PIECES 0F 8’ (2.4 m) HEIGHT 11  GA. (3.05 mm) MATERIAL,

WOVEN IN A 2-INCH (51 mm) MESH AND HEAVILY GALVANIZED. THE MATERIAL IS TO BE

OVERLAPPED 4" (102 mm) AND HOG-TIED EVERY 12" (305 mm) USING 12 GA. (2.69 mm)

GALVANIZED OR ALUMINUM WIRE.
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