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OLD FILE NAME: 15J 22A    

PRESSURE RELIEF VALVE:  ONE OR MORE MAY BE
REQUIRED, SCFM AND PRESSURE SET POINT
DEPENDENT UPON PRESSURE SAFETY DATA
PACKAGE OF SYSTEM.

MOUNT MANIFOLD
5’-7" ABOVE FLOOR.
SEE SF5005 STD.
"GAS CYLINDER WALL
RACK"

VENT OR PURGE VALVE:  BALL
OR GLOBE VALVE, BRASS OR
STAINLESS BODY, 3000 PSIG
MAWP AT 50^ TO 150^F.

REGULATOR: TWO STAGE BRASS OR STAINLESS BODY,
3000 PSIG MAXIMUM INLET PRESSURE AT 70^F.
RANGE & SET POINT DEPENDENT UPON PRESSURE
SAFETY DATA PACKAGE OF SYSTEM.

  5/09

  DWS 

  ACO 

 B 

HIGH PRESSURE RIGID PIGTAIL W/CHECK
VALVE INSTALLED AT INLET OF TUBING,
316SS, <36" LONG. MATHESON 5490 SERIES
OR APPROVED EQUIVALENT. UPON APPROVAL
OF PRESSURE SAFETY ADVISOR A HIGH
PRESSURE FLEXIBLE HOSE & CHECK VALVE
MAY BE INSTALLED. 316SS HOSE W/BRASS
OR STAINLESS CONNECTORS <24" LONG.
CHECK VALVE & HOSE RATED AT 3000 PSIG
MAWP AT 70^F. MATHESON 5380 OR 5480 
SERIES, SWAGELOK FM SERIES, OR
APPROVED EQUIVALENT

�" MIN.

1/2" MIN.

(FOR NON-CRITICAL PROCESSES) USE DUAL REGULATOR, SEMI-AUTOMATIC, OR AUTOMATIC
CONFIGURATIONS FOR MORE CRITICAL PROCESSES.

CGA FITTING DEPENDENT
UPON TYPE OF GAS AND
PIPE CONNECTIONS.

ARGON-MULTIPLE BOTTLE RACK
MANIFOLD INSTALLATION: NITROGEN, AIR, HELIUM,

PIPING: TYPE L HARD DRAWN COPPER TUBING.
FITTINGS: WROUGHT COPPER & BRONZE, BRAZE
JOINT. INSTALLATION PER SNL STANDARD 
SPECIFICATION 15215 "COMPRESSED GAS 
PIPING-INTERIOR"

MANIFOLD: BRASS OR 316SS
COMPONENTS, 3000 PSIG MAWP.
CYLINDER STATIONS LOCATED
ON 12" CENTERS, NUMBER OF
CYLINDERS SUBJECT TO THE
REQUIREMENTS OF THE 
LOCATION THAT THE MANIFOLD
IS APPLIED.  REGULATOR
OUTLET SETUP ON LEFT,
CENTER, OR RIGHT
DEPENDENT UPON
INSTALLATION REQUIRE-
MENTS. MATHESON SOURCE
TRACK, SWAGELOK, REXARC,
VICTOR OR APPROVED 
EQUIVALENT.

EXCESS FLOW CONTROL VALVE OR RESTRICTED FLOW ORIFICE (IF REQUIRED
BY THE PRESSURE SAFETY DATA PACKAGE OF SYSTEM). EXCESS FLOW CONTROL
VALVE: 316SS BODY, 10-3500 PSIG SUPPLY PRESSURE, -10^F TO 150^F,
PCTFE SEAT, MATHESON 6290 SERIES OR APPROVED EQUIVALENT.
RESTRICTED FLOW ORIFICE: 316SS BODY, 1/4" NPT, 0.01 OR 0.02" ORIFICE
DEPENDENT UPON APPLICATION. FOR GREATER SAFETY INSTALL AN  
RFO IMMEDIATELY AFTER THE CGA FITTING OF EACH INDIVIDUAL CYLINDER.

RFO (TYP)
(IF
REQUIRED
BY THE 
PRESSURE
SAFETY
DATA 
PACKAGE
OF
SYSTEM)
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