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STANDARD LIU ENGRAVING TEMPLATE (4-FIBER CABLE LABEL)

T-5003T-5003

1
NTSSCALE:

STANDARD LIU ENGRAVING TEMPLATE DETAIL (TRUNK-FIBER CABLE LABEL)

T-5003T-5003
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STANDARD LIU LABEL DETAIL
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NTSSCALE:

BUILDING CABLE LABELS DETAIL (LIU IDENTIFIER)
STANDARD NUMBERING SYSTEM FOR INTRA-

T-5003T-5003
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CABLE LABELS DETAIL (CABLE IDENTIFIERS)

T-5003T-5003
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NTSSCALE:

CABLE LABELS DETAIL (CABLE IDENTIFIERS)
STANDARD NUMBERING SYSTEM FOR INTRA-BUILDING

T-5003T-5003
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  4-FIBER CABLES
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AND 72 FIBER TRUNK CABLES.

DESIGNATED ADJACENT LIU(S) FOR 48

NUMBERING SEQUENCE CONTINUES IN 

 

INSTALL "SYSTIMAX" LC COUPLERS FOR MM.

 

INSTALL "SYSTIMAX" LC COUPLERS FOR MM.

TRUNK CABLES

IDR TO MDR/MDC

   OR

IDR TO IDR
OR

68

69

70

LIU IDENTIFIER

  TYPICAL

BUILDING NUMBER

AS PROVIDED BY SDR

LIU NUMBER WITHIN IDR, 3 DIGITS, 001-999,

LIU LABEL IN IDR

891 - IDR2 - 252 891 - IDR2 - 252

FB3S0006/2334

FB3S0005/2334

FB3S0004/2334

FB3S0003/2334

FB3S0002/2334

FB3S0001/2334

1.

1.  SINGLEMODE LABEL COLOR YELLOW # (XXX), WITH WHITE ENGRAVED LETTERING AND WHITE BEVELED EDGE.

BE UV-RESISTANT AND FADE RESISTANT)

APPROX. 1/16’’ THICK (OUTDOOR LABELS SHALL

ENGRAVING QUALITY (ABS?) PLASTIC LABEL

NON-GLARE MATTE OR SATIN SURFACE FINISH

3/4’’ WIDE x 3 1/2’’ LONG (TWO STRIPS TYP.)

3M-SCOTCH PART NO. A-25/9500PC (OUTDOOR)

3M-SCOTCH PART NO. A-60/444 (INDOOR)

ADHESIVE TAPE ON BACK OF LABEL

1/8’’ (TYP)
TOP OF LABEL

BEVELED EDGE

WITH CABLE NUMBER

PLASTIC NAMEPLATES

INSTALLED ON

#PSL-1833-969-BK

BRADY LABEL 

HELVETICA FONT

’’ HIGH TEXT8
3

ENGRAVED

891-IDR1-051

FR2M001-025-048

3
/8
’’

1/4’’

3
 1
/2
’’

3 3/4’’

3/4’’

1/4’’

3
/8
’’

BORDER AS DESCRIBED BELOW

AS BLACK OR WHITE

BEVELED EDGE TO SHOW

AND ROOM NUMBER

WITH CABLE NUMBER

PLASTIC NAMEPLATES

INSTALLED ON

#PSL-1833-969-BK

BRADY LABEL 

BEVELED EDGE

FONT

NORMAL SIZE

USE LARGE OR

FB3S0006/2334

FB3S0005/2334

FB3S0004/2334

FB3S0003/2334

FB3S0002/2334

FB3S0001/2334

3
/8
’’

3
/8
’’

3 3/4’’

3/4’’

3
 1
/2
’’

891-IDR2-252

GENERAL NOTES

NOTE:

1 DIGIT, 1-9, PROVIDED BY SDR

IDR NUMBER WITHIN BUILDING, 

HELVETICA FONT

’’ HIGH TEXT8
3

ENGRAVED

LIU LIU

OF UNITS (TYP).

DOOR CLEARANCE AT FRONT

BETWEEN EACH COLUMN FOR
’’ GAP AT WALL16

1
PROVIDE 

(TYP).

HINGES AT FRONT OF UNITS

BETWEEN EACH COLUMN FOR
’’ GAP AT WALL16

3
PROVIDE 

REQUIRE IT

ONLY IF SPACE LIMITATIONS

INSTALL SEVENTH ROW

CLEARANCE (TYP).

FOR DOOR 

BETWEEN EACH ROW
’’ GAP 16

1
PROVIDE 

(TYP.)

TROUGH (TYP)

VERTICAL 

LIU LIU

LIULIU

LIU LIU

LIULIU

LIU LIU

LIULIUT
Y
P
IC

A
L
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T
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IO
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 6
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S
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H

HORIZ. TROUGH (TYP).
’’ GAP BETWEEN4

1
LIU.  PROVIDE 

AT THE LEFT SIDE OF EACH

START EACH HORIZ. TROUGH

TROUGH (TYP)

HORIZONTAL 

FINISH FLOOR

USE FLAT HEAD SCREWS.

BOTTOM ROW AND WORK UPWARD 

THE RIGHT.  START WITH THE 

AT A TIME, FROM THE LEFT TO

INSTALL ONE HORIZONTAL ROW

 

MATCHING COLOR PARTS.

INSTALLATION.  INSTALL ONLY 

FOR COLOR VARIANCE BEFORE

POSSIBLE.  EXAMINE EACH PART

AND LEVEL AS REASONABLY

SLIGHTLY.  INSTALL AS STRAIGHT 

OVERLAPPING.  SPACING MAY VARY

DOORS FROM JAMMING AND

SPACED AS SHOWN TO PREVENT 

(LIU’s) AND TROUGHS MUST BE 

LIGHTGUIDE INTERCONNECTION UNITS

NOTE:

FOR TELECOMMUNICATIONS EQUIPMENT SCHEDULE, SEE DRAWING NO. T-6001STD.

SEE STANDARD SPECIFICATION SECTION 16750 FOR LABELING REQUIREMENTS.

2.

2.  MULTIMODE LABEL COLOR ORANGE OR AQUA # (XXX), WITH WHITE ENGRAVED LETTERING AND WHITE BEVELED EDGE.

68

8
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1
2
"

 

NTSSCALE:

LIU WALL MOUNTING DETAIL

T-5003T-5003

6
NTSSCALE:

UNIT FIBER POSITIONING DETAIL
200A LIGHTGUIDE OR 400A INTERCONNECTION 

T-5003T-5003

7

891-IDR2-252

891-IDR2-252

FB3S0006

FR2M0001-025-048

UBB30002-001-100

891*-TCXYZZZZ-xxx-yyy/zz

FR2M0001-025-048

891-IDR2-252

FB3S0006/2334

FB3S0005/2334

FB3S0004/2334

FB3S0003/2334

FB3S0002/2334

FB3S0001/2334

LIU LABEL IN IDR

OPTICAL TRUNK CABLE

ROOM NUMBER

CONDUCTOR NUMBERS IN CABLE (WHEN > 4):  001-999

CABLE NUMBER INSIDE BUILDING:  0001-9999

5=CATEGORY 5 UTP (100 MBPS +)
M=MULTIMODE FIBER

CONDUCTOR TYPE:  S=SINGLE MODE FIBER

2=SECOND FLOOR, ETC.

1=FIRST FLOOR

FLOOR:  B=BASEMENT

B=BLACK

COLOR:  R=RED

U=UNSHIELDED TWISTED PAIR    

TYPE:  F=OPTICAL FIBER

4 FIBER CABLE

(CONTINUED FROM LIU 1-24)

48 OR 72 FIBER CABLE

100 PAIR UTP CABLE

TEMPLATE

4-FIBER USER OUTLET CABLES

LIU LABEL IN IDR

FB3S0006/2334

FB3S0005/2334

FB3S0004/2334

FB3S0003/2334

FB3S0002/2334

FB3S0001/2334

 BUILDING PREFIX APPEARS ONLY IN CABLE DATABASE,  NOT ON CABLE OR LIU LABELS.

APPROX. 1 1/4’’ - CENTER LABEL BETWEEN HINGE AND LOCKING HASP.

APPROX. 2 5/8’’ - CENTER LABEL BETWEEN TOP AND BOTTOM OF LIU.
DO NOT APPLY LABEL. 

IF LIU HAS NO CABLES:  ENGRAVE LABEL WITH LIU IDENTIFIER ONLY.

IF LIU HAS CABLES, MOUNT LABEL ON LIU COVER AS SHOWN.

CLEAN LIU COVER AS NEEDED TO INSURE A STRONG LABEL BOND.

5

5

4

4
12 3

1

2

3

4

5
CABLE IDENTIFIERS

  TYPICAL

(200A LIU) MATERIAL I.D. 105 535 926

INTERCONNECTION UNIT

24-FIBER COMMSCOPE LIGHTGUIDE 


